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Common practices

The following are some recommended common practices when performing any RF measurement.

1. Use good quality RF cables. Double shielded with tin foil is recommended for phase stability
and isolation.

2. Use properly power rated RF cables.

3. Use properly frequency rated connector type.

a. BNC type is rarely used above 500 MHz sense they do not provide a secure connection.
Very leaky and repeatability of measurement is difficult. Avoid using above 100 MHz.

b. See table below as guidance. ( https://www.arworld.us/resources/Guide-to-RF-Coaxial-
Connectors-and-Cables.asp).

4. Use correct mating types with connectors and adaptors
a. See table below as guidance.

(https://na.support.keysight.com/pna/connectorcare/What mates with_what.htm )

5. Use atorque wrench as per specification.

6. Calibration and measurement i let the cables rest in a natural state with no sharp bends.

a. Secure cables (with tape) to avoid moving them during the calibration/measurement and
for repeatability.

7. Whenmakingconnections, never turn the | oad by
the |l oad i n thus #fpubefdmalgload pirh Spinairgrhe mating pvil n
damage the center pins of both connections.

8. Clean all connectors and adaptors with isopropyl alcohol and lint free cloth or swab.

9. Avoid noisy RF environments when making sensitive measurements that require large
dynamic ranges.

Maximum CW Power @ Coupling Torque
Maximum Frequency Max, Frequency
Connector Type (GHz) (Watts) (N-cm) (in-lb)
2.4mm 50 15 0 8
2.92mm/K 40 20 0 8
3.5mm 34 45 0 8
SMA precision 26.5 70 57 5
BNC 4 70 N/A N/A
TNC 18 250 N/A N/A
Type N 11 150 135 12
Type N precision 18 250 135 12
3 Calibration and RF Measurements using VNA Siglent SNA 5000A
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Frequency
Range

@1.0 mm To 110 GHz 1.0mm

1.85 mm To 70 GHz 24mm

N 2.4 mm To 50 GHz 1.85mm
St
g 2.92 mm To 40 GHz 3.5mm and SMA

[Q‘ 3.5 mm To 34 GHz 2.92 mm and SMA
SMA To 24 GHz 2.92 mm and 3.5 mm

VNA Pre-set and Calibration file - RF Power off

When powering ON the unit or using the Pre-set function on the VNA, it is best to set the RF

power to a default setting of AOFFO. This is
the device under test. This also applies to saving calibration filesfist at e and c al dat
power off and then save the xxxx.csa file.

Connector Type Mates with...

1. Press Powe P owetrt dRadoWel= off
2.Press Preset but ttabr usér YPPower ©N Oplbp tab =ouser

a. User Preset tab andsavafmamedt®t ateo fil e
b. Confirm setting:
i. TumRFpowerONand recall MAuser preseto state fi

ii. RF power should be OFF after recall.
iii. Turn unit OFF and ON.
iv. RF power should be OFF after unit is turned ON.

Using E-Cal module

ECal is a new automatic calibration technology for vector network analyzers. Every ECal module
contains electronic standards that are automatically switched into position during a measurement
calibration. These electronic standards have been measured at the factory and the data stored
within the memory of the ECal module. The analyzer uses this stored data, along with the
measured data, to calculate the error terms for a measurement calibration.

Setup:

1. Freq = 49®MHZY 1500

# of points = 10001

Power = 0 dBm

IFBW = 100 kHz

Average = off

Smoothing = off

Measure S11 and S21 (magnitude and phase)

No ok

Calibration and RF Measurements using VNA Siglent SNA 5000A 4



Connecting E-Cal (N4433A 1 4 port 300 KHz to 20 GHz)

1. Connectthe E-c a | kit to the VNA via the
Will automatically detect E-Cal.
Connect RF cables to E-Cal, Port 1-Port 1, etc.

Characterization 1 Factory (will display E-Cal Information)
Press ECal

1. Select ports to calibrate

2. Cal Type = SOLT

3. Press Next 1 will automatically calibrate

4. Press Finish

6. Press Confidence Check (leave ECal connected)

1. Auto orient and do confidence check = yes

asrwn

USB cabl

Orientation 7 Auto (the VNA will automatically detect the orientation of the connections)

2. The measurement trace should be superimposed on the Memory trace.

3. Press Math button i Display Data only (to clear memory trace)

-11.10
-11.60

-12.10

Measurement trace superimposed
on confidence memory trace.

-12.60
-13.10

-13.60M

-14.10
-14.60
-15.10

-15.60
-16.10
] Ch1: Start 490.000000 MHz RF 0.00 dBm Stop 1.510000000 GHz

Il 511 & Mem PhaseU 20°/ 20° [F2]
120.0
100.0

80.00
60.00
40.00
20.00M
0.000
-20.00
-40.00

-60.00
-80.00
! >Ch1: Start 490.000000 MHz RF 0.00 dBm Stop 1.510000000 GHz

r2 Ch1 IntTrig Continuous BW=100k C2-Port RFOn IntRef Update On

Confidence Check

E-Cal Vs Mechanical Calibration Kit

Calibration

Ecal...

. Confidence Check..

Orientation

Auto Manua |

Characterization...

Factory

The following measurements were performed in order to compare results between an E-cal

module (N4433A Keysight) vs Mechanical kit (F603FE Siglent). This also verified the parameters

of the mechanical kit.

A full two port calibration (SOLT) was performed with first using the E-cal module and then using
the mechanical kit. The open, short, and thru adaptors from the F603FE mechanical kit were

measured using both calibration kits and compared.

5 Calibration and RF Measurements using VNA Siglent SNA 5000A

e .



Setup:

1. Freq = 49®MHZY 1500

# of points = 10001

Power = 0 dBm

IFBW = 100 kHz

Average = ON (8)

Smoothing = off

Measure S11 and S21 (magnitude and phase)

NoohkwN

RESULTS: The Athrud measurement gave the high
The phase difference between open and short a
both measurement cases, the results were very close to each other with -0.02dB of insertion loss

for the Athrud adapdtO8dB ahadr afoepénmishdotssd adapt o

e
1

Results:
I L
(phase °) °) ’)
Freq (MHz) M_easured Dvﬂi(tar? S M_easured M_easured M_easured Measured with
with E-cal F603FE with E-cal with F603FE = with E-cal F603FE
500 -10.39 -10.14 -11.35 -11.35 168.13 168.45
600 -12.43 -12.11 -13.71 -13.65 165.85 166.24
700 -14.48 -14.07 -15.97 -15.89 163.49 163.95
800 -16.47 -16.06 -18.24 -18.16 161.11 161.68
900 -18.54 -18.0 -20.6 -20.41 158.71 159.41
1000 -20.59 -20.05 -22.83 -22.66 156.41 157.12
1100 -22.59 -22.08 -25.19 -24.96 154.13 154.85
1200 -24.62 -24.14 -27.38 -27.2 151.75 152.53
1300 -26.67 -26.17 -29.79 -29.54 149.48 150.31
1400 -28.72 -28.2 -32.02 -31.76 147.08 147.96
1500 -30.75 -30.22 -34.34 -34.08 144.79 145.73

A full two port calibration (SOLT) was performed with first using the E-cal module and then using
the mechanical kit. A 10 dB attenuator was measured using both calibration kits and compared.

Setup:

1. Freq = 49®MHZY 1500

# of points = 10001

Power = 0 dBm

IFBW = 100 kHz

Average = ON (8)

Smoothing = off

7. Measure S11 and S21 (magnitude and phase or unwrapped phase)

S

RESULTS: The largest phase deltawas forS11 @ 1.5GHz of & 2. 0A bet ween
kit types.

Calibration and RF Measurements using VNA Siglent SNA 5000A 6



Il 511 LogM 1des 20dB [F2) Power
15.00 500000000 MHz  -19.87dBl
16.00 8001 ot “te67 U8
1700 1.000000 GH -19.66d8 Power Level
4 R
oo ;1200000 GH 1872 dB OE
i >3 1.500000 GH -1997d8
2 3
o [ S <
2. J— S
Oon off
21.00
2200
23.00
-24.00
2500 [Ch1 Avg = 8/8
>Ch1: Start 490.000000 MHz RF 0.00 dBm Stop 1.510000000 GHz
Tr2 S11 PhaseU 45°/ 0° [F2]
2250 :500.000000 MHz 5477°
1800 E A L =103:31
1350 :1.000000 GH -12876°
4 1.200000 GH -153.47°
000 >3 1.500000 GH 9102°
45.00
o <
-45.00
2
90.00 {r
4
1350
L 5
-180.0
2250 [Ch1 Avg = 8/8
Ch1: Start 490.000000 MHzZ RF 0.00 dBm Stop 1.510000000 GHz
Tr1  Ch1  Inrig  Comtnuous  BW=100k  C2-Port RFOn  InRef  Update On 2022

S11 using E-cal for SOLT calibration (atten = open ended)

Tr1 511 LogM 1dB/ -20dB [F2] Power
-15.00 500000000 MHz  -19.76 dB)]
-16.00 28007 o “temes
- 3 1.000000 GH -19.47 dB Power Level
4 1.200000 GH -19.68d8 el
-18.00 =5 1.500000 GH 1997148
-19.00 |1 ; A 4 RF P
B— A — S e
20,
on off
-21.00
-22.00
-23.00
-24.00
-25.00 [Ch1 Avg = 8/[8
] Ch1: Start 490.000000 MHz RF0.00 dBm Stop 1.510000000 GHz
I 511 Phaseu 207/ -120° [F2]
-20.00 :500.000000 MHz -65.02°
4000 1~ 28007 o ~tozat
om0 3 1.000000 GH 127.72°
>4: 1.200000 GH -151.66°
-80.00 2 50 1.500000 GH -188.98°
-100.0
3
120,
-140.0 \\____\;
-160.0
— s
-180.0 ~—
-2000
-220.0 [Ch1 Avg = 8/[8
1 >Ch1: Start 490.000000 MHz RF 0.00 dBm Stop 1.510000000 GHz
r2 Ch1 IntTrig Continuous: BW=100k € 2-Port RFOn IntRef Update On 202

S11 using F603FE for SOLT calibration (atten = open ended)
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Xl 521 LogM 500 mdB/ -10 dB [F2]

-7.500 1:500.000000MHz ~ -10.06dB
-8.000 MHz
e 3: 1000000 GH;
4: 1200000 GH;
= >5; 1.500000 GH:
8500 1y 2 3 4 5|
-10.00M *
-1050
-11.00
1150
-12.00
-1250
[ ] >Ch1: Start 490.000000 MHz RF 0,00 dBm Stop 1.510000000 GHz
Tr2 521 Phase 10°/ 60" [F2]
-10.00 1:500.000000 MHz -3249°
2000 1 M 5184
000 3: 1000000 GH: 64.81°
4: 1200000 GH: 7770
~40.00 ) 55 15500000 GH o7.05°
5000 O
3
-70.00 4
-80.00
90.00 \_\5:
1000
-1100
[z] Ch1: Start 490.000000 MHz RF 0.00dBm Stop 1.510000000 GHz
Tr1  Ch1  IntTrig  Continuous ~ BW=100k  C2-Port RFOn  IntRef  Update On

S21 using E-cal for SOLT calibration

Tr1 521 LogM 500 mdB/ -10dB [F2]

-7.500 }500.000000 MHz ~ -10.04 dB)|
-8.000 -800:000000 1 ~10:07 08|
500 : 1.000000 GH -10.07 dB|
4: 1200000 GH -10.07 dB|
2000 =97 1.500000 GH -fo08d8|
9300 I 2 3 4 5
10,000 o) o) e <
-10.50
-11.00
-11.50
-12.00
-1250 |[Ch1 Avg = 8/|8
] Ch1: Start 490.000000 MHz RF 0.00 dBm Stop 1.510000000 GHz
Il 521 Phase 10°7 -60° [F2]
-10.00 :500.000000 MHz -3242°
2000 1 200" nt =St
000 : 1.000000 GH -64.26°
>4 1200000 GH -77.23°
4000 2 7500000 GH 56567
-50.00
3
-60.00¥
7000 \‘\\\;
-80.00
-00.00 \jz
-100.0
1100 [Ch1 Avg = B/|8
b | >Ch1: Start 490.000000 MHz RF 0.00 dBm Stop 1.510000000 GHz
r2 Ch1 IntTrig  Continuous  BW=100k  C2-Port ’ RFOn  IntRef  Update On

S21 using F603FE for SOLT calibration

Power

Power Level

0dBm

RF Power

on

Power

off

Power Level

0dBm

RF Power

on

off

2022-
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A full two port calibration (SOLT) was performed with first using the E-cal module and then using
the mechanical kit. A low pass filter (Mini-Circuits VLFX-950+) was measured using both
calibration kits and compared.

Setup:
1.

oghkwnN

7.

RESULTS: The largest phase deltawas for S11 @ 1.5 GHz

1500

Fregq 4 9 BMIHZY
# of points = 10001

Power = 0 dBm

IFBW = 100 kHz

Average = Off

Smoothing = off

Measure S11 and S21 (Magnitude and phase or unwrapped phase)

calibration kit types.

d..L0° Between the two

Tr1 522 LogM 5dB/ -15d8 [F2] Tr2 I Power
10.00 2500
5.000 200.0
Power Level
0,000 150.0
-5.000 1000 o odam
-10.00 5000 R
15000 <« 0000
on off
-20.00 M -50.00¥ “
-25.00 41000
-3000 -150.0 &
-35.00 -2000
40.00 2500
] Ch1:Start 490.000000 MHz RF 0.00 dBm Stop 1510000000 GHz Ch1:Start 490.000000 MHz RF 0.00 dBm Stop 1510000000 GHz
Tr3 521 Logh 1dB/ 258 [F2 521 P 00° [F2
3.500 100.0
2,500 0,000
1500 1000
0500 4 2000 15
-0.500 -300.0
1500 ~400.0M 4
-2.500% 4| =000
3500 -600.0
4500 \ 7000
5,500 -800.0
6500 9000
] Ch1: Start 430.000000 MHz RF 0.00 dBm stop 1510000000 GHz [ >Chi: Start 490.000000 MHz _RF 0.00 dBm Stop 1510000000 GHz
‘4  Ch1  ImTrig  Continuous BW-100k  C2-Port RFOn  ImRef  Update On 2022

LP filter S-parameters using E-cal module
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[l

10,00
5.000

0.000
-5.000
-10.00

-15.00m9

-30.00

-35.00
-40.00

I &
-2000 1
-25.00

Ch1: Start 490.000000 MHz RF 0.00 dBm

Stop 1.510000000 GHz

3500
2,500

1.500
0500 ¢

O
-0.500 1
-1.500
-2.500%
-3.500
-4.500

-5.500
-6.500

=Ch1: Start 490.000000 MHz  RF 0.00 dBm

Stop 1.510000000 GHz

Tr3

Ch1

IntTrig

Continuous

BW=100 k

C2-Port

RFOn

Power
2500

2000

Power Level
150.0

1000 Bl

000 RF Power

0.000%
on Off
50,00
-1000
-150.0 y
2000

2500
Ch1: Start 430.000000 MHz RF 0.00 dBm Stop 1.510000000 GHz

100.0
0.000

-100.0
”
2000 £
-300.0
400.0¥

500.0

600.0
700.0

-800.0
-900.0
Ch1: Start 490.000000 MHz RF 0.00 dBm Stop 1.510000000 GHz

IntRef Update On @ save file Mlocal/FE03FE.csa' success ful!

LP filter S-parameters using F603FE cal kit

2022

A full four port calibration (SOLT) was performed with first using the E-cal module and then using

the mechanical kit. Varies loads with approximately 12 dB return loss were connected to each

port of the VNA . They were measured using both calibration kits and compared.

Setup:

1. Freq=300Y 4500 MHZ

oA WM

RESULTS: The largest phase delta was for S22 @ 4 GH z
types. The largest magnitude delta was for S22 @ 4 GH z

kit types.

# of points = 20001
Power = 0 dBm
IFBW = 100 kHz
Average = Off
Smoothing = off

7. Measure S11,S22, S33, and S44 (Magnitude and phase or unwrapped phase)

@.D° bétween the two calibration kit
®.8 dBA between the two calibration

Calibration and RF Measurements using VNA Siglent SNA 5000A
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Tr1 S11 LogM 5dB/ 0dB [F4]

Tr2 S22 LogM 5dB/ 0dB [F4]

2000 1:3]0.0000pomHZ  -1h.19 dB] 2000 >1:3]0.0000p0MHZ  -1p.23dB)
15.00 1000000 GH =tpA7UB) 15.00 1000000 GH “tR78UB)
10,00 £.000000 GHz -1).62dB; 10,00 £.000000 GHz -10.05dB;
4: 3.000000 GHz -1p77dB; 4: 3.000000 GHz -1).86 dB;
5000 5. A0000G0 GHz p23dB 5000 000000 GHz T334 dB
0.000 < 0.000 <
-5.000 -5.000
1 2 3 4 5 il P 3 4 B
-10.00 -10.00 +—
o= #) O L 2 A . s e 2 Y Y Y
-15.00 -15.00
-20.00 -20.00
-25.00 -25.00
-30.00 -30.00
1] Ch1: Start 300.000000 MHz ~RF 0.00 dBm Stop 4.500000000 GHz Ch1: Start 300.000000 MHz  RF 0.00 dBm Stop 4.500000000 GHz
B s:: LogM S de/ 0dB [F4) Tr4 544 LogM 5dB/ 0dB [F4]
2000 > 1:310.000000 MHz -12.09 dB| 2000 1:310.0000p0 MHZ -1].59 dB|
15.00 +-B00000GH 58 UE 15.00 +-B00000GH —HR73 B
1000 2000000 GHz 113 dB 1000 2000000 GHz -1p.00 B
4 [3.000000 GHz “1pogde 4 [3.000000 GHz )08 B
5000 000000 GHz AE7ade 5000 000000 GHz TEI0de
0.000 0.000 “
-5.000 -5.000
1 2 3 4 5 1 2 3 4 5
-10.00 -10.00 O S G &
) 2 RS2 N ¢ ]
-15.00 -15.00
-20.00 -20.00
-25.00 -25.00
-30.00 -30.00
b | >Ch1: Start 300.000000 MHz  RF 0.00 dBm Stop 4.500000000 GHz Ch1: Start 300.000000 MHz  RF 0.00 dBm Stop 4.500000000 GHz
r3 Ch1 Inclrig  Continuous  BW=200k  C4-Port  S(al RFOn  InRef  Update On
Tr1 511 LogM 5dB/ 0dB [F4] Tr2 522 LogM 5dB/ 0dB [F4]
2000 1:310.000000 MHzZ -1p.14dB 2000 >1:310.000000 MHZ -12.03dB
15.00 +-000000GH —tESoUE 15.00 +-000000GH “tr6tdE
10.00 3 [p.000000 GHz 1).63dB 10.00 2 [.000000 GHz 12.07dB
4: B.00000D GHz -1p.75dB 4: B.00D0OD GHz -11.80dB
5000 55 E.000000 GHz I dB| 5000 4000000 GHz 104 dB|
0.000 Al 0.000%
-5.000 -5.000
1 2 ; 4 5 1 2 3 4 5
-10.00 -10.00 —
Y — [#) O C IO I — A ¢ I
-15.00 -15.00
-20.00 -20.00
-25.00 -25.00
-30.00 -30.00
1] Ch1: Start 300.000000 MHz  RF 0.00 dBm Stop 4.500000000 GHz Chi: Start 300.000000 MHz RF 0.00 d8m Stop 4.500000000 GHz
B 522 LosM 5dB/ 0B [F4] Tr4 544 LogM 5dB/ 0dB [F4]
2000 > 1:3]0.000000 MHz -1p.08 dB 2000 1:310.000000 MHZ -11.56 dB
15.00 1.000000 GH =157 dB| 15.00 1.000000 GH =t1-70dB|
10.00 3:]p.000000 GHz -10.26dB 10.00 3 [.000000 GHz -11.93dB
4 [.000000 GHz “1p.03dB 4 B.000000 GHz 12.06dB
5.000 5 000000 GHZ | 1pS4dB 5.000 5 BOD0000GHZ | 12370B
0.000 0.000»
-5.000 -5.000
1 2 3 4 5 1 2 3 4 5
-10.00 -10.00
[ O RO 4] = Y, K¢l
-15.00 -15.00
-20.00 -20.00
-25.00 -25.00
-30.00 -30.00
: | =>Ch1: Start 300.000000 MHz _RF 0.00 d8m Stop 4.500000000 GHz Ch1: Start 300.000000 MHz  RF 0.00 d8m Stop 4.500000000 GHz
fr3  Ch1 IniTrig  Continuous ~ BW-200k  C4Port  SrcCal  RFOn  InmRef  Update On no

RL magnitude using Mechanical calibration kit for calibration
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Tr1 511 PhaseU 100°/ -400° [F4] Tr2 522 PhaseU 100°/ -300° [F4]
100.0 % 1:310.0000p0 MHZ 56.33 ° 2000 | >1:310.000000 MHZ 38.22°
0.000 R o 100.0 — 000000 GH 5
1 . B
1000 5 3 [.0000QD GHz 00000y 2 [.000000 GHz 4p4.82
) 4 B.000040 GHz 2 4 [.000000 GHz He452°
-200.0 =5; .000000 GHZ -1o0.0 5 000000 GHZ 189"
-300.0 \?& -200.0 NE}\
-400.0 4 3000 A ol
4 \\Q\
-500.0 -400.0 E
-600.0 -500.0 Q-
5
-700.0 \Qi -600.0
-800.0 7000
-900.0 -800.0
] Ch1: Start 300.000000 MHz  RF 0.00 dBm Stop 4.500000000 GHz Ch1: Start 300.000000 MHz ~RF 0.00 dBm Stop 4.500000000 GHz
Tr3 533 PhaseU 100°/ -300° [F4] Il 524 PhaseU 50°/ -200 ° [F4]
2000 | > 1:310.000000 MHz 38.41° 50.00 >1:310.000000 MHZ 22.22°
1000 | ronondoeH ‘ 0.000 —Oron0 G -t
1 . 2 . °
0.000 3 [.0000QD GHz 5000 2 [.000000 GHz -1149.04
& 2 4 B.000040 GHz H4.04° L] 4 [.000000 GHz pagse
-1o0.0 5 F.000000 GHZ il -1o0.0 3 5 000000 GHZ 206837
-200.0 J -150.0
Q_ .
-300.0 . 4 4 2000 \(L\
-400.0 . E -250.0 5
-500.0 \Qi -300.0 =
-600.0 -350.0
7000 -400.0
-800.0 -450.0
i Ch1: Start 300.000000 MHz  RF 0.00 dBm Stop 4.500000000 GHz >Ch1: Start 300.000000 MHz  RF 0.00 dBm Stop 4.500000000 GHz
T4 Ch1 ImTrig  Continuous ~ BW=200k  C4Port (s RFOn  IntRef  Update On no
Tr1 511 PhaseU 100°/ -400° [F4] Tr2 522 PhaseU 100°/ -300° [F4]
100‘04 1:310.0000D0 MHZ 56.37 2000 | > 1:310.000000 MHZ 37.64°
IJ‘IJDIJO\ 1000000 GH = 100.0 | 1.000000 GH 1275
. 1 B
1000 3 2.000090 GHz 00000 3 [.0000Q0 GHz 26417
- 4 2.000000 GHz 2 4 [B.00D0Q0 GHz 3475°
-2000 =5 @.000040 GHZ -1o0.0 [4.000000 GHZ 51970
-300.0 \?L -200.0 NE}\
-400.0» 4 3000 A
4 =
-500.0 -400.0 3
-600.0 -500.0 e
5
7000 = — -600.0
-800.0 -700.0
-900.0 -800.0
] Ch1: Start 300.000000 MHz ~ RF 0.00 dBm Stop 4.500000000 GHz Chi: Start 300.000000 MHz  RF 0.00 dBm Stop 4500000000 GHz
Il 532 PhaseU 100/ -300° [F4] Tr4 544 PhaseU 50°/ -200° [F4]
2000 > 1:310.000000 MHZ 38.36 ° 50.00 ; 1:310.0000D0 MHZ 22.45°
100.0 000000 GH =f28:t U-UUU{ +000000GH ot
1 ° 2 . N
0.000 3 2.000090 GHz J63.32 5000 3 [.0000Q0 GHz 147.92
2 4: 3.000000 GHz 3875 ° L] 4: 000000 GHz -22316°
-1ono 000000 GHz Hg23Te -1000 3 5 J1.0000G0 GHz 206627
2000 ; -150.0 \Q
4
-300.0% 4 -200.0 &
-400.0 =td = -250.0 5—
5000 Qi -300.0 0
-600.0 -350.0
7000 -400.0
-800.0 -450.0
1 =Ch1: Start 300.000000 MHz RF 0.00 dBm Stop 4.500000000 GHz | [4 | Chi: Start 300.000000 MHz  RF 0.00 dBm Stop 4500000000 GHz
T3  Ch1  IntTrig  Continuous  BW-200k  C4Port  ScCol  RFOn  IniRef  Update On

RL phase using Mechanical calibration kit for calibration

Calibration and RF Measurements using VNA Siglent SNA 5000A
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I =41 Logh 500 mdB/ -12 dB [F4]
-10.00 :310.000000 MHz -11.88dB
-10.50 — 000000 GH -trosds
1100 3 2.000000 GH 12.10d8
4: 3000000 GH -12.20d8
1150 1 3 =57 4000000 GH 737648
Lol #) 2y 4 5
-12.00¥ &
]
1250
-13.00
1350
-14.00
1450
-15.00
=Ch1: Start 300.000000 MHz RF 0.00 dBm Stop 4.500000000 GHz
Tr2 541 PhaseU 100°/ -300° [F4]
2000 ‘ > 1:310.000000 MHz -40.07°
100.0 000000 GH 286
1 . B
0000, 3 2.000000 GH -256.97
2 4: 3000000 GH 385.14°
-100.0 5 4000000 GH EELE
2000 {3)\
-300.00 I 4
-400.0 —
— 5
5000 O — |
-600.0
7000
-800.0
2] Ch1: Start 300.000000 MHz RF 0.00 dBm Stop 4.500000000 GHz
Tr1  Ch1  InTrig  Comtinuous ~ BW=200k  C4-Port ] RFOn  IntRef  Update On

S41 magnitude and phase using E-Cal module for calibration

Tr1 S41 LogM 500 mdB/ -12dB [F4]

-9.500 :310.000000 MHz -11.89dB|
-10.00 —+O00000-GH —+He8 e
00 3 2000000 GH 121008
4 3.000000 GH -1219dB
oo 5 4000000 GH 122708
-11.50 1
Qe o A 4 5
12000 . 0 “
: <5 e
1250
13.00
1350
14,00
14550
1] Ch1: Start 200.000000 MHz RF 0.00dBm Stop 4500000000 GHz
Il 541 PhaseU 100°/ -200° [F4]
2000 ‘ > 1:310.000000 MHz 4015
1000 | 000000 GH ~12849
1 ) .
0000 3 2.000000 GH -256.54
2 4: 3.000000 GH -384,65°
-1000 5 4.000000 GH B13A7°
3
2000 k
-300.00 p— 4
-an0.0 H‘“O‘—
—_| 5
5000 { —
6000
7000
8000
b | >Ch1: Start 300.000000 MHz RF 0.00 dBm Stop 4500000000 GHz
2 Ch1 InTrig  Contnuous  BW=200k  C4Port 5t RFOn  InRef  Update On

S41 magnitude and phase using Mechanical calibration kit for calibration
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TRL vs E-Cal calibration

The following describes a method for performing a TRL (thru-reflection-line) calibration.
Measurement results were then compared when using a TRL calibration vs. an E-Cal module
calibration.

A full two port calibration (SOLT) was performed by first using an E-cal module (Keysight N4433A)
and then a TRL calibration. A band pass filter (Mini-Circuits VBFZ-925-S+) was measured using
both calibration methods. Measurements were broken into two parts, broad band rejection and
band bass. A low power 6dB (two 3dB atten cascaded) attenuator was also measured using both
calibration techniques.

For both E-cal and TRL (cal and measurement) i RF cables for both ports were used - N-type to
SMA m-m. Currently, the SNA5000A supports E-cal with either the N4433A or 85092C modules.

The DUT is SMA -m-f; thus an SMA f-f adaptor was required. This adaptor needs to be nulled for
measured associated with the E-Cal module calibration. For the measurement associated with the

TRL calibration, this adaptor is phase matchedwi t h t he At hruo adaptor us
It is best to used low loss adaptors or PCB traces for the TRL calibration.

After performing a E-Cal calibration, connect the SMA-f-f adaptor to the port-2 RF cable and
perform an Aopemoawdt oopowuwt evxtuéns he adaptThisis ( s €
only necessary for measuring phase, optional when measuring magnitude.

iy |
4 »
need to "null" adaptor

‘? .._ﬁ. :' RL thru

- A ey — , RLline

TRL kit
For the TRL calibration,a @l i ned that is approxi matel equd A Y
over the frequency span. I f a Alined that is 20

theoretically, a span of 8:1 can be covered (reference microwaves101.com).

IMPORTAN NOTE: Same length RF cables were used for port 1 and port 2. Worst case was a
difference of 2° @ 4 GHz between RF cables.

Calibration and RF Measurements using VNA Siglent SNA 5000A 14



Il n this exampl e: A Al ined adapt dangemmasused. i s app
Approximate dielectric constant = 2.02 (Vf = 0.7), rate is the speed of light in ft/sec, freq =
500MHz.

Di stance = rate*Vf*time Y 0.0625 ft = 983,571, 0
Time = 90.77 pSec, degrees = time*500MHz*360° = 16.34°
Based on a 8:1 span, 16.34 A Y 130.72A (approxi

The fi | | adagtor length was measured using a SOLT E-cal module calibration: -17.52 @
500MHz, -34.75° @ 1 GHz and -138.23 @ 4 GHz.

NOTE: A firesponse 1Y20 calibration can be perf
and then measure the Alined adaptor.

A TRL kit must be defined. anldn ftt Hlefmede Maiimed ewa 0 n
described above.

NOTE: It was not necessary to define a Athrubo
procedure is to become familiar with the process of developing a kit. Refer to other Cal-Kit
settings for further assistance (F603FE).

1. Press Cali Caltabi Calkittab 1 insert -Connectors tab
a. Cal kit name = (enter name) , Description = (enter description)
b. Connector family = select add and name (SMA for this example)
c. Enter frequency range = 0to 8 GHz
d. Gender = Gendered, Impedance = 50 ohm

2. Standards tab
a. Gender i referred to the cal-kit and not DUT.

b. Add = open

c. Enter label and description

d. Connector port 1 = SMA male (does not allow for mixed gender, both ports are same
gender!)

e. Enter frequency range = 0to 8 GHz

f. Delay and open characteristics = 0 (for all entries, except Z = 50 ohms)

g. Press ok

h. Add = thru

Enter label and description

Connector = SMA female for both ports 1 & 2
k. Enter frequency range = 0 to 8 GHz
I. Delay and open characteristics = O (for all entries, except Z = 50 ohms)
m. Press OK

3. TRL tab
a. Calibration kit classes = Reflect
b. Select OPEN standard >> moves it to right window
c. Calibration Reference Z0 = System Z0, Test port Ref Plane = thru (for this example)
d. Calibration kit classes = THRU
e
f.

— ——

. Select Thru standard >> moves it to right window
Calibration Reference Z0 = System Z0, Test port Ref Plane = thru (for this example)
g. Press ok
4. Press OK again!
a. The new kit should appear in list of cal-kits.
15 Calibration and RF Measurements using VNA Siglent SNA 5000A




=

Port extensions = off

Two separate calibrations are required 7 broad and narrow band.

3. Setup up VNA as described below for broad and narrow band (VNA should be thermally
stable).

no

4. Press Cal butt®@al YYCsndl edBtaspaerts 1 & 2
5. Cal kseldct costom kit developed aboveY DUT (P1female& P2male) Y Cal typ
(TRL) Y next

6. Sel e c t1 cinndctrcablkes together using a short thru adaptor.

7. Di sconnect <cabl es, | eave t he2Riktableeuo adaptor

8. Se | edfldctoifiopen ended

a. Could al so use asigbhastdamkit.or Arefl ect o

9. Sel e c ti uselthie adapbor that is & 20° longer @ 500 MHz compared to step 6.

10. Select finish and save calibration.
NOTE: Forthe narrowbandc al i brati on a | onger Al i nesncetledapt o
upper frequency is 1.3 GHz as opposed to 4 GHz for broad band calibration.
Verify TRL calibration:
1. Port extensions i not required, ensure they are off.
2. Openendedcableswi t h At hr B0l awdr822F0dB 2,

a. S11=-1.10° @ 500 MHz, -2.2° @ 1 GHz, -°4.2@ 2 GHz, -6.0°@ 3 GHz, and - 7.73°@ 4
GHz
b. S22=-0.8° @ 500 MHz, -2.2° @ 1 GHz, -°3.95@ 2 GHz, -5.94°@ 3 GHz, and - 7.83°@ 4
GHz

3. S21 and S12 = 0 dB (using fthru fadaptor).
4. S21 and S12 phase = 0° + 100m° (using fihrucadaptor).
5. S21 and S12 phase =-17.52 @ 500 MHz, -34.75° @ 1 GHz, -69.4° @ 2 GHz, -104.0° @

3 GHz, and -138.5 @ 4GHz (using longer i | | adagtor).
6. S11 and S22 = <-40 dB (RF cables connected together using both thru adaptors).
Connecting E-Cal (N4433A1 4 port 300 KHz to 20 GHz)

1. Ensure VNA is thermally stable before calibration.
2. ConnecttheE-calk it to the VNA via the USB cabl e. Wi

Will automatically detect E-Cal.
Connect RF cables to E-Cal, Port 1-Port A, etc.
Orientation 7 Auto (the VNA will automatically detect the orientation of the connections)
Characterization i Factory (will display E-Cal Information)
Press ECal
1. Select ports to calibrate
2. Cal Type = SOLT
3. Press Next 1 will automatically calibrate
4. Press Finish
7. Press Confidence Check (leave ECal connected)
1. Auto orient and do confidence check = yes
2. The measurement trace should be superimposed on the Memory trace.
3. Press Math button i Display Data only (to clear memory trace)

o0k

Calibration and RF Measurements using VNA Siglent SNA 5000A

16



BP filter - broad band setup-measurement
Setup (broad band):

1.

NoakwnN

8.

Freq=495Y 450MHZ (factor of & 8)
# of points = 20001

Power =0 dBm

IFBW = 200 kHz

Average = Off

Smoothing = Off

Measure S11 and S21 (Magnitude)
Windows = 2

NOTE: Port extensions is not necessary for magnitude measurements.

Results:
4ds/ 0dB [F2]
16.00 dB
12.00 B
8.000
-20.00
-24.00
I =>Ch1: Start 495.000000 MHz RF 0.00 dBm Stop 4.050000000 GHz
E Ch1: Start 495.000000 MHz RF 0.00 dBm Stop 4.050000000 GHz
Tr1 Ch1 IntTrig Continuous BW=200 k C 2-Port RFOn IntRef Update On
BP Filter S11 and S21 using E-cal module calibration
17 Calibration and RF Measurements using VNA Siglent SNA 5000A



20.00
16.00

12.00

-12.00

-16.00
-20.00
H >Ch1: Start 495.000000 MHz RF 0.00 dBm

Stop 4.050000000 GHz

10.00
0.000»

-10.00
20,00
30008
-a0.00
50.00
-60.00
-70.00

-80.00

-30.00
Ch1: Start 495.000000 MHz RF 0.00dBm
.

r1 Ch1 IntTrig Continuous BW=200k C 2-Port RFOn IntRef Update On

BP Filter S11 and S21 using TRL calibration

Setup (narrow band):
1. Freq=700Y 1300 MHZ
# of points = 10001
Power = 0 dBm
IFBW = 100 kHz
Average = Off
Smoothing = ON (2% for GD measurement)

NOo Ok wN

8. Windows =3 or4
For E-Calibration:
1. After performing SOLT with the E-Cal module.

Stop 4.050000000 GHz

Measure S11,S22, and S21 (Magnitude, phase or unwrapped phase, and group delay)

2. Connect the phase matched SMA f-fadaptorf r o m t hT&RL calibfatioruto port 2 RF

cable.
a. It can be any adaptor of any length;t hi s met hod
3. Perform an open auto port extension on port 2.
a. Connect the cables together via the adaptor.
b. Measure S21 phase, should be 0 dBand 0°+20 0 mA, i
extension timeo.
c. Inthis example: Port 2 = 82 pS (extension)

Q

f

just to keep

needednrr fine

S11 =0 dB with -2.2° @ 750 MHz, -3.05° @ 1 GHz, and -3.74 @ 1.25 GHz°

e. S22 =0dB with -1.0° @ 750 MHz, -1.3° @ 1 GHz, and -1.56 @ 1.25 GHz°

NOTE: Ensure the phase matched i t hSMA-®-f is in place during all phase measurements. This

adaptor is the one used during the

it hr &0l afdR L

S22 phase results have a slight difference since the fringing capacitance at port 1 is not nulled.

Calibration and RF Measurements using VNA Siglent SNA 5000A
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S21 phase was nulled across the band so the results should match using both calibration

techniques.

Results: E-c a |

ng

Il 511 oM ades -12dB [F2] Tr4 S22 LogM 4d8/ -12dB [F2]
2000 1:730.0000D0 MHz -10.94 dB 2000 1:730.0000p0 MHz -11.09 dB
4.000 -8(0.0000p0 MH ~15.03 B 4.000 0.000000 M 1627 48
0.000 3 [1.000000 GHz 1076 dE 0.000 3 [1.000000 GHz -12.00dE
=>4 (1200000 GHz 13700 4 1200000 GHz 1571 dB
-4000 5 |1.250000 GHz 36608 -4000 5 [1.250000 GHZ 71348
-8.000 1 : -8.000 1 3
120 )ﬁ_lq' . 5741 120
124 124 e
N ] \\é ‘\Q 5
-16.00 -16.00
-20.00 -20.00 o]
-24.00 -24.00
-28.00 -28.00
-32.00 -32.00
1] =Chi1: Start 700.000000 MHz RF 0.00 dBm Stop 1.300000000 GHz Chi: Start 700.000000 MHz RF 0.00 dBm Stop 1.300000000 GHz
Tr2 s11 PhaseU 50°/ -100° [F2] Tr2 522 PhaseU 100°/ -200°° [F2]
1500 1:730.0000p0 MHZ  620.88 m® 3000 1:73$0.0000p0 MHZ 89.44°
1000 -200:0000p0 N o 2000 [——, 00000p0tH 75
s0.00 . 3 [1.000000 GHz -12375° 1000 =2 3 [1.000000 GHz 201.1°
4: 1200000 GHz J17.08° ‘\Q 4: 1200000 GHz -37450°
0.000 \0 =5 [1.250000 GHz 2ATTAT 0.000 =5 [1.250000 GHz 5355°
-50.00 -100.0 3
\i‘_ﬁ‘“\ 3
-100. -200.
~x
1500 -3000 4.
4 L s
-200.0 t5— -400.0 ({
-250.0 Q\ -500.0
-300.0 -600.0
-350.0 -700.0
2] Chi:Start 700.000000 MHz  RF 0.00 dBm Stop 1.300000000 GHz Chi:Start 700.000000 MHz  RF 0.00 dBm Stop 1.300000000 GHz
Tr1  Ch1  IntTrig  Continuous  BW=100k  C2-Port RFOn  IntRef  Update On

BP Filter S11/ S22 magnitude and phase using E-cal module calibration

Tr1 S11 LogM 4dB/ -12dB [F2]

Tr4 522 LogM 4dB/ -14dB [F2]

8.000 1:730.000000 MHZ -1].44.dB 6.000 1:730.000000 MHz -1].31 dB|
4.000 -B00000000 MH 151748 2.000 “B00:0000D0 W 73608
0.000 >3: [1.000000 GHz 1072 dB 000 3: 11.000040 GHz -1).49 dB
4: 1200000 GHz -1p32dB 4: 1200000 GHz -15.79 dB
+4.000 5 (1250000 GHz 506 d8 -6.000 ; 15 1Z00q0Ghz pasde
3
-8.000 %1 -10.00
)L___,‘_i 4 |5 /&——-—-‘_\ . s
200 OO 32 R T
-16.00 \0 -18.00 -
-20.00 -22.00
-24.00 -26.00
-28.00 -30.00
-32.00 -34.00
1] Chi: Start 700.000000 MHz ~RF 0.00 dBm Stop 1.300000000 GHz [ 4] Ch1: Start 700.000000 MHz ~ RF 0.00 dBm Stop 1.300000000 GHz
Il 511 Phasel 50°/ -100° [F2] Tr3 522 Phasel 100 °/ -200° [F2]
1500 1:730.000000 MH2 1.94° 2000 1:750.000000 MHz 93.28 °
100.0 0.000000 MH 257 2000 200:000000 MH e
000 ; 3: [1.000000 GHz -26.72° 1000 O 2 3. 11.000000 GHz -198.05°
4: 1200000 GHz J16.63° \\Q\ 4: 1200000 GHz -F7a.08°
0.000 \\O 55 (1250000 GHz 250.48° 0.000 5 11250000 GHz 4597
-50.00 -100.0 3
—| |
-100.0% \(K -200.
-150.0 -300.0 e 4
4 Q
-200.0 tB— -400.0 CE—-
L ]
-250.0 -500.0
-300.0 -600.0
-350.0 -700.0
>Ch1: Start 700.000000 MHz  RF 0.00 dBm Stop 1.200000000 GHz Ch1: Start 700.000000 MHz  RF 0.00 dBm Stop 1.300000000 GHz
Tr2 Ch1 ImtTrig Continuous BW=100 k C 2-Port RFOn IntRef Update On

BP Filter S11/ S22 magnitude and phase using TRL module calibration

has
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Tr1 S21 LogM 1dB/ -2.5dB [F2] Tr2 521 Phasel 100°/ -400° [F2]

2.500 1:730.000000 MHZ -2/415dB 1000 1:730.000000 MHzZ -235.15°
1.500 800000000 MH “H7S6UE 0.000 800000000 MH =
0500 3: [1.000000 GHz -1jpas dB 000 3: 11.000040 GHz -430.52°
>4; [1.200000 GHz -2[280dB ] 4: 1200000 GHz -560.75°
-0.500 B L 5 [ZwlcHz|  ZEsde 2000 P2 55 [1.250000 GHZ §1346°
1500 |1 — 4 -300.0 il
o —— 10 [ — 2
-2.500 4 40000
4
-3.500 -500.0 —
\\@\- 5
-4500 -600.0
-5.500 -700.0
-6.500 -800.0
-7.500 -000.0
] Ch1: Start 700.000000 MHz ~ RF 0.00 dBm Stop 1.200000000 GHz Chi:Start 700.000000 MHz ~ RF 0.00 dBm Stop 1.200000000 GHz
Il 521 Delay 500 ps/ 2.6 ns [F2]
5100n 750.000000 MHz ~ 2.88209 ns|
4.600n 800000000 M AGO3TTTS
1100n 3:1.000000 GH 1.84114ns
4: 1.200000 GH 226747 ns
36000 . =5 1.250000GH4 26109215
3100 n 5
== B . ’//f
2.600 n» o
%w 3 M
2100 n 0
WM
1.600 n
1100 n
0.600 n
0100 n
>Ch1: Start 700.000000 MHz RF 0.00 dBm Stop 1.300000000 GHz
Tr3 Ch1 IntTrig. Continuous BW=100k C 2-Port SrcCa RFOn IntRef Update On Delay | Loss

BP Filter S21, magnitude, phase, and GD using E-cal module calibration

Tr1 521 LogM 1dB/ -25dB [F2] Tr2z 521 Phasel 100°/ -400° [F2]
2.500 1:750.000000 MHz] -2/295dB 100.0 1:730.000000 MHz] -23495°
1.500 TBO0.000000 Vv —HEE6UE 0.000 800000000 W =283t
0500 >3 1.000000 GHz -1788.dB 1000 3 [1.000040 GHz 430.74°
200000 GHz -2j21dB 1 4: 1.200000 GHz 570°
-0.500 5250000 GHz 7FeEde 2000 Pogy—2 =5 (1250000 GHz GENE

2 3 - B
1500 —éﬂ, 5:5 300.0 Q. :
1] |

-2.500M < -4000
2500 -500.0 A ——
\-\_\<>\ 5
-4.500 -600.0
-5.500 -700.0
-6.500 -800.0
-7.500 -900.0
Ch1: Start 700.000000 MHz  RF 0.00 dBm Stop 1.300000000 GHz Ch1: Start 700.000000 MHz ~RF 0.00 dBm Stop 1.300000000 GHz
Il 521 Delay 500 ps/ 2.6 ns [F2]
3.100n :750.000000 MHz ~ 2.90548 ns|
4,600 n Z:800:000000 W AFOTT TS,
41000 3. 1.000000 GH 1.82669 ns
4: 1200000 GH 225972 ns

3.600 n L\ ; >3 1.250000 GH 261301 ns|
3.100n 7] S 5
P 4 Q,/

v

2,600 > St
| .,-«Q"‘”’/

2.100n RS S
I

1.600 n
1.100n
0.600 n
0.100n
>Ch1: Start 700.000000 MHz RF 0.00 dBm Stop 1.300000000 GHz
3 Ch1 IntTrig Continuous. BW=100k C2-Port SrcC RFOn IntRef Update On

BP Filter S21, magnitude, phase, and GD using TRL calibration
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Setup (broad band):

1. Freq = 49BHY @40D&806tor of & 8)
# of points = 20001

Power = 0 dBm

IFBW = 200 kHz

Average = Off

Smoothing = Off

Measure S11 (magnitude and phase with DUT open ended)
Measure S21 (Magnitude and phase or phase unwrapped)

9. Windows =2

10.DUT = 6 dB atten, SMA m-f,

©ONO A WD

NOTE: E-cal module port extensions is necessary for absolute phase measurements.
For E-Calibration:

1. After performing SOLT with the E-Cal module.
2. Connect the phase matched SMAff adaptor from the Athruo TR
cable.
a.lt can be any adaptor of any | ength;!"this 1
3. Perform an open auto port extension on port 2.
a. Connect the cables together via the adaptor.
b. Measure S21 phase, should be 0dBand0°+20 0 mA, i f needed, fine
extension ti meo.
c. Inthis example: Port 2 = 81.7 pS (extension)
d. S11=0dB with -1.37° @ 500 MHz, -6.4° @ 2 GHz, and -13.15 @ 4 GHz°
e. S22 =0dB with -0.5° @ 500 MHz, -2.16° @ 2 GHz, and -1.61 @ 4 GHz°

NOTE: Ensur e t he ph a-6fésinmlace duhng dll pliasemeasuyem&ntd AThis
adaptor is the one used during the Athruodo TRL ¢
S22 phase results have a slight difference since the fringing capacitance at port 1 is not nulled.

S21 phase was nulled across the band so the results should match using both calibration

techniques.

measurements has th

Results: E-c a | modul e ca n
t 0 adaptor during al/|l

TRL calibration. The TRL h a s

Results:
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Tr3 S11 LogM 5dB/ -10dB [F2]

15.00 :S00.000000MHz ~ -12.27 dB|
10,00 - O0000 GH 30308
<000 3: 2.000000 GH -11.54dB
4:3.000000 GH -15.25dB
0.000 =9 4.000000 GH 2344d8
-5.000
1 2 J 5
JD‘DD?L“__W_ 4 “
R S AU B—— S o —
-15.00 ¢
-20.00
-25.00
-30.00
35.00
] Ch1: Start 495.000000 MHz RF0.00dBm Stop 4.050000000 GHz
Il 11 PhaseU 200°/ -600° [F2]
0.400 k | :500.000000 MHz 12064 °
0.200 k I 2 1000000 GH =261
0000k | 3 2.000000 GH -521.73°
k 2 4: 3.000000 GH -784.81°
0200k =5 4000000 GH Tk
-0.400 k ‘é\
-0.600 K 4
0.800k E— -
—— | 5
-1.000 k 4
-1.200 k
-1.400 k
-1.600 k
I >Ch1: Start 495.000000 MHZ RF 0.00dBm Stop 4.050000000 GHz
T4  Ch1  IntTrig  Continuous  BW=200k  C2Port 5 c( RFOn  IntRef  UpdateOn  Loss

Attenuator S11, magnitude & phase, using E-cal module calibration

Tr3 521 LogM 500 mdB/ -6 dB [F2]

-3.500 :500.000000 MHz -6.205dB
-4.000 000000 GH 630808
4500 3. 2.000000 GH -6.447 dB
4: 3.000000 GH -6.609 dB
5000 =5 4.000000 GH £732dB
-5.500
! 2
-6.000 “
QMWQWNW o 4 -
6500 "
A ¢
-7.000
-7.500
-8.000
-8.500
] Ch1: Start 495.000000 MHz RF 0.00 dBm Stop 4.050000000 GHz
I 521 PhaseU 100°/ -300° [F2]
200.0 ‘ :500.000000 MHz 654°
100.0 ‘ 23— 1000000 GH 12986
0.000 1 3: 2.000000 GH -258.7 °
2 4: 2.000000 GH -287.78°
-100.0 =5 4.000000 GH S1600°
-200.0 L
-300.0% 4
e
-400.0 -
— | 5
-500.0 —
-600.0
-700.0
-800.0
| >Ch1: Start 495.000000 MHz RF 0.00 dBm Stop 4.050000000 GHz
‘4 Ch1  IntTrig  Continuous  BW=200k  C2-Port S RFOn  IntRef  UpdateOn  Delay | Loss

Attenuator S21, magnitude & phase, using E-cal module calibration
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Bl 511 LogM 5dB/ -10dB [F2]
15.00 :500.000000 MHz -12.19.dB|
10.00 2 1000000 GH =12.55d8
5000 3 2.000000 GH 11.71dB
4: 3000000 GH -15.41d8
0-000 =9 4000000 GH 18zde
-5.000
1 2 3 5
1000 O i —
-15.00 ¢!
-20.00
-25.00
30,00
-35.00
H >Ch1: Start 495.000000 MHz RF 0.00 dBm Stop 4.050000000 GHz
Tr4 511 PhaseU 200°/ -600° [F2]
0400 k | :500.000000 MHz -132.97°
0200k | — 1000000 GH =256°56
0,000k | 3 2.000000 GH -523.39°
k 2 4: 3.000000 GH 778.79°
0200k 9 4.000000 GH BNErY
-0.400 k \EK
-0.600 k> 4 “
-0.800k ) a
— 5
-1.000 k -
-1.200k
-1.400 k
-1.600 k
Chi: Start 495.000000 MHz RF 0.00 dBm Stop 4.050000000 GHz
Tr3 Ch1 IntTrig. Continuous BW=200k C 2-Part SrcCa RF On IntRef Update On

Attenuator S11, magnitude & phase, using TRL calibration

Tr3 521 LogM 500 mdB/ -6 dB [F2]

-3.500 :500.000000 MHz 6.170dB
-4.000 —-O00000-GH 625848
1500 3. 2.000000 GH -6.288d8
4: 3.000000 GH -6.530dB
5000 =5 4,000000 GH 565048,
-5.500
1 2
-6.000
oV S—— V) o ; -
-6.500 : {5
-7.000
-7.500
-8.000
-8.500
1] Ch1: Start 495.000000 MHz RF 0.00 dBm Stop 4.050000000 GHz
Il 521 PhaseU 100°/ -300° [F2]
200.0 | :500.000000 MHz 653°
1000 | HOO0O00 GH t2o8t
0.000 1 3: 2.000000 GH -258.85°
2 4: 2.000000 GH -387.93°
-1o00 =5 4.000000 GH 517.35°
-200.0 >
-300.00 4
EQ‘
-400.0 -
— | 5
500.0 —
-600.0
-700.0
-800.0
b | >Ch1: Start 495.000000 MHz RF 0.00dBm Stop 4.050000000 GHz
Tr4  Ch1  InTrig  Continuous  BW=200k  C2-Port 5 RFOn  IntRef  Update On

Attenuator S21, magnitude & phase, using TRL calibration
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The following measurements were conducted to ensure that a TRL calibration will produce a
measurement result of 180° between an open/short. The open/short were from the F603FE

mechanical kit.

Perform a TRL calibration i see TRL calibration/verify section.

Setup (broad band):

1. Freq = 40598MHXY (factor of &

# of points = 20001

Power = 0 dBm

IFBW = 200 kHz

Average = Off

Smoothing = Off

Measure S11 (magnitude and phase)
Windows =1

©ONOORWDN

9. DUT =open,short, and 5 fiom FBORFE dal-kit.

NOTE: No auto port extensions.

Results:

8)

Freq (MH2) vl\\//lii:_r? Slflf-g?_ I\EA-EéZTured with 'I\I{llgﬁscl:arliet()jratio\r,]mh Measured
calibration

500 -36.0 -11.35 -11.08
600 -35.8 -13.71 -13.42
700 -36.7 -15.97 -15.61
800 -36.9 -18.24 -17.87
900 -37.05 -20.6 -20.18
1000 -37.01 -22.83 -22.24
1100 -37.4 -25.19 -24.62
1200 -38.15 -27.38 -26.65
1300 -38.1 -29.79 -28.9
1400 -38.01 -32.02 -31.04
1500 -37.9 -34.34 -33.25
2000 -38.2 Not measured  -44.03
3000 -37.3 Not measured @ -65.58
4000 -32.8 Not measured -86.91

with E-cal
168.13
165.85
163.49
161.11
158.71
156.41
154.13
151.75
149.48
147.08
144.79

Measured with
TRL calibration

168.3

116.0

163.75
161.2

158.63
156.65
154.33
151.92
149.75
147.47

145.25

Not measured 133.9

Not measured 111.57

Not measured 88.7

Calibration and RF Measurements using VNA Siglent SNA 5000A
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Phase Matched Adaptors

Phase matched adaptors are useful when the gender of DUT matchest he gender of tt
calibration adaptor (mechanical kit). For some mechanical calibration kits or when performing a
simple Aresponsthe cfat hbuwua@ate¢alni brati on adaptor i
Afabsol ut eo p h ateteerwisethesphaseenmtt be incorrect. This procedure assists in

finding matched adapters that can be used during the DUT measurement. In essence, finding an
adapter that matches t he pha oemathing phase respdnserofu 6 ¢ a
two mixed gender adaptors or RF cables. Phase matched adaptors can be expensive. This

usually is not a problem with E-cal Kits.

If after completing the calibrationandt he phase response of the dAthr
mat ched adapt or or adapto wilthave io beriraptaée duringf@ DWTralbisolute
phase measurement.

NOTE: For Siglent calibration kits, the thru adaptor is compensated for during a
SOLT/SOLR calibration. The adaptor should not to be in place during an absolute
phase measurement.

In order for cables or adaptors to be considered phase matched, the phase must be
equal at multiple frequency points which indicates that they have the same group
delay.

VNA

Calibration with a F-F thru adaptor not included

thru adaptor during F-F DUT measurement

NOTE: In this example, a phase response calibration was performed, thus, a phase matched F-M
adaptor is needed to replace the F-F adaptor used duringtheit hr u 6 cfea aniabsolaet i o n
phase measurement. This is not critical when making relative measurements. Relative phase
measurement is equivalent to saying these two pieces of wood are cut to equal lengths, yet you
dondt know what elléngthiesxact (absol ut
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F-M phase matched
adaptor with F-F DUT

The above setup will provide an absolute phase measurement. The f-m adaptor replaces the f-f
adaptor used during calibration.

In order to improve phase stability, an N-type male to SMA-male adaptor is connected to port 1 of
the VNA. For this example, we will measure an f-m SMA adaptor and compare the phase to the f-f
SMA adaptor that is supplied with the F603FE calibration Kit.

Press Preset (if unknown state)

Connect m-m N-type to SMA adaptor on port 1

See calibration procedure for further assistance.

IF BW =100 kHz, # of points = 3201, Power = 0 dBm, Fc=900 MHz, Span = 220 MHz

Di splay Y Window s etMeasurdSla(phhse arid Srdith Ghardy

Markers = 800, 900, & 1000 MHz

Ensure port extensions are OFF (Port Ext = OFF, Math = OFF).

Perform a Aport 10 open, short, |l oad calibra
a. Select cal kit (F603FE), DUT connector (female), Cal type (OSL)

b. Turn averaging ON=8

9. Verify-withnoadaptors connected, open ended,21f@s ul
900 MH z . Thi s i s t he ofitherextended cerged pincandgsancrinal. a n ¢ e

©ONO A WNE

NOTE: The average of the fringing capacitance can be included. If a port extension is performed,
the phase will be 0°. Thus ,we can subtract the average with no port extension performed when
measuring. Example: S11 phase measurement = -°40, fringing = -2.1°, Result = (40 --2.1/2) /2
=-19.475°. This is basically the average of the measurement with no port extension and auto port
extension performed.
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Bl 51 Phase 1%/0° [F1] Power

5.000
4.000

Power Level
3.000

2000 DiET

000 RF Power

0.000»
on off
-1.000

-2.000

-3.000
-4.000
-5.000 |Ch1 Avg = 8/]8
I >Ch1: Start 790.000000 MHz RF 0.00 dBm Stop 1.010000000 GHz

Ch1 Avg - B/8
2] Ch1: Start 790.000000 MHz RF 0.00 dBm Stop 1.010000000 GHz

Tr1 Ch1 IncTrig Continuous BW=100 k C1-Port RFOn IntRef Update On 2022

S11 phase response of M-M N-type to SMA adaptor after calibration (open ended)

1. Leave the male end of the m-m N to SMA adaptor at port 1 open (no load).
2. Connect f-f SMA thru adaptor from the calibration kit or any f-f SMA adaptor/RF cable.
a. Record all marker values (-37.78° @ 900 MHz divide by two for the round trip), = -18.89°).
i. This is the phase length of the f-f SMA cal-kit adaptor which does not match the
results of a SOLT calibration with the thru adaptor in place (see Mechanical
Calibration Kit section page 6).
b. Compensate for fringing
i. @900 MHz: (-37.78 - -2.1/2) / 2 = -18.365°
i. @1GHz(-41.99 --2.37/2) /2 =-20.4025°
c. average measurement is closer to the results in the table (page 6)

NOTE: This is an alternate method, performing a SOLT or SOLR will give the same result since
Siglent cal-kit knows the phase response of the thru adaptor. Any f-f SMA adaptor can be inserted
without the Athruo calibration adaptor in place
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-41.00
-43.00
-45.00

-47.00 |Ch1 Avg = 8/|8
n >Ch1: Start 790.000000 MHz RF 0.00 dBm Stop 1.010000000 GHz

Ch1Avg =8/8
2] Chi: Start 790.000000 MHz RF 0.00 dBm Stop 1.010000000 GHz

Tr1 Ch1 IntTrig Continuous BW=100 k C 1-Port RFOn IntRef Update On

f-f SMA F603FE cal kit adaptor measurement (with calibration fringing)

The recommendedway t o perform this measurement is to
then insert the f-m adaptor with the f-f thru adaptor in place.

Press Preset (if unknown state)

Connect m-m N-type to SMA RF cables to port 1 and port 2.

See calibration procedure for further assistance.

IF BW = 100 kHz, # of points = 3201, Power = 0dBm, Fc=900 MHz, Span = 200 MHz
Di splay Y Window setup Y 2a(dhadgnitwde andl phase)Y Meas ur
Markers = 820, 900, 920, 950, & 980 MHz

Ensure port extensions are OFF (Port Ext = OFF, Math = OFF).
Performspofise @ocdl ilbrY2t i on

a. Select cal kit (F6O3FE), DUT connector (female), response

b. Turn averaging ON=16

9. Verify T Magnitude and phase should be 0dB and 0° and flat across the band.

© N A WNE
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1. Disconnect RF cables and insert DUT with the thru calibration adaptor in place.
2. Save measurement.

Scale

Auto Scale

Auto Scale All

-40.00
-4500 |Ch1 Avg = 16/ 16
] Ch1: Start 800.000000 MHz RF0.00dBm Stop 1.000000000 GHz

Scale

1e

-17.00
-18.00

Reference Level

19.00 -2e

-2000
Reference Position
-21.00 5
i 5
-22.000 . q

-23.00

-24.00

-23.00

-26.00 Scale Coupling...

-27.00 |[Ch1 Avg = 16/ 16 off
I >Ch1: Start 300.000000 MHz RF 0.00dBm Stop 1.000000000 GHz

T2 Ch1 IntTrig Continuous BW=100k C Response RFOn IntRef Update On 2022

f-m SMA adaptor phase response

The recommended way to perform this measurement is to perform a full SOLT/SOLR calibration
and subtract out the f-f adaptors.

Press Preset (if unknown state)

Connect m-m N-type to SMA RF cables to port 1 and port 2.

See calibration procedure for further assistance.

IF BW =100 kHz, # of points = 3201, Power = 0 dBm, Fc=900 MHz, Span = 200 MHz
Di splay Y Window setup Y add window Y Measur
Markers = 820, 900, 920, 950, & 980 MHz

Ensure port extensions are OFF (Port Ext = OFF, Math = OFF).

Perform an SOLT calibration.

a. Select cal kit (F6O3FE)

b. Turn averaging ON=16

9. Verify T S21 Magnitude and phase calibration i see below.

©NO A WNE
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de/ 0dB [F2] Power
5.000 MHz  -0016dB
4.000
Power Level
3.000

2.000 0dBm

1.000 1 2 4 RF Power
. O o

on off
-1.000

-2.000
-3.000

-4.000
5,000 | Ch1 Avg = 16/ 16
I >Ch1: Start 800.000000 MHz RF 0.00dBm Stop 1.000000000 GHz

Tr2 521 Phase 1%/ -19° [F2]
41400
-15.00

-16.00
-17.00
-18.00

-19.00»

-20.00
-21.00
-22.00

-23.00
-24.00 [Ch1 Avg = 16/ 16
g Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz

Tr1 Ch1 IntTrig Continuous BW=100 k C2-Port RF On IntRef Updare On 2022

Phase response of F603FE cal-kit thru adaptor

Procedure and results
1. Measure the insertion phase of a f-f thru adaptor and record the values. To preserve the kit,
avoid using cal-kit parts during measurements.

a.

b.
c.
d

Remove the 15t adaptor and insert a 2" f-f thru adaptor and record the values.

Insert DUT and both f-f thru adaptors and record the values.

Measurement format - Phase unwrap if needed

Subtract the phase and magnitude of both thru adaptors from Step b measurement.

i. Insertion phase of the RF cable (@ 950 MHZ: -327.18° + 27.91° + 27.65° = -271.62°)
Tr1 521 LogM 1dB/ 0dB [F2]

5.000
4,000

3.000
2.000
1.000 1 2 3 4

0.000M i ) 42 ¥ “

-1.000
-2.000
-3.000

-4.000
-5.000 | Ch1 Avg = 16l 16
] Chi: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz

Bl 521 phaze -26° [F2]

-21.00
-22.00

-23.00

-24.00

-25.00

-26.00W

-27.00

-28.00

-20.00
-30.00
-31.00 |Ch1 Avg = 16/ 16

I =Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz

r2 Ch1 IntTrig Continuous BW=100 k C 2-Port RF On IntRef Update On

1st adaptor f-f SMA adaptor phase response
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Tr1 S21 LogM 1dB/ 0dB [F2]
5.000 :820.000000 MHz -0.020dB
4.000 :920.000000 M ~0:026 8|
2.000 3:950.000000 MHz -0.020 dB
>4:980.000000 MHz ~ -0.026.dB|
2.000
1.000 1 3 4
0.000» &
-1.000
-2.000
-3.000
-4.000
-5.000
O] Ch1: Start 800.000000 MHz RF 0.00dBm Stop 1.000000000 GHz
Bl 521 Phase 1°/ -26° [F2)
-21.00 :820.000000 MHz -24.19°
-22.00 >926:000000 M 2704
23.00 3:950.000000 MHz -27.91°
1 4:980.000000 MHz -288°
-24.00
-25.00
-26.000 \\
-27.00 d 3
-28.00 — 4
-20.00 \HL
-30.00
-31.00
>Ch1: Start 800.000000 MHz RF 0.00dBm Stop 1.000000000 GHz
Tr2 Ch1  ImTrg  Contnuous  BW=100k  C2Port  SrcC RFOn  IntRef  Update On

2"d adaptor f-f SMA adaptor phase response

I 521 LogM 500 mdg/ 0dB [F2]
2500 :820.000000 MHz -0.288 dB|
2.000 :920.000000 M ~0:285 0B
500 2:050.000000 MHz  -0.236dB
>4:080.000000 MHz ~ -0.305 dlB|
1.000
0.500
0.000> 1 2 3 4 d
) 3
-0.500
-1.000
-1.500
-2.000
-2.500 |Ch1 Avg = 16/ 16
=Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz
Tr2 521 PhaseU 25°/ -270° [F2]
1450 1' :820.000000 MHz -184.08°
-170.0 NK‘ > £520.000000 M 29416
e50 2:050.000000 MHz 327.18°
4:980,000000 MHz -360.24°
-220.0
-245.0
27000 “
-205.0
3
-320.0
-345.0 N’}\
-370.0
-305.0 |Ch 1 Avg = 18}/ 16 |
Zl Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz
Tr1  Ch1  IniTrig  Continuous ~ BW=100k  C2Port  5rcC RFOn  IntRef  Update On

RF cable with both f-f SMA adaptors - phase response
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Parameters to consider for calibration and measurement
Calibration and Measurement

1. Gain and Power - Anticipate the gain(data sheet of DUT) and ensure the maximum Pout of
DUT does not exceed the damage threshold of the test equipment. Try to keep the power
going into any port to <+10dBm. If there is a possibility of potentially damaging the equipment,
pl ace an external attenuaisegexanmpleon measunhyR1GB. r e c

a. Pout(dBm) = Pin(dBm) + Gain(dB)

2. Frequency of interest.

a. For measuring filters, it is sometimes best if the span is broken up into two bands, the

band pass and the full span which includes the rejection band.

3. Number of points T affects resolution of measurement, GD measurement, and measurement
speed.

4. IF bandwidth - affects equipment noise floor (dynamic range), measurement speed, and group
delay measurement (elevated noise floor = 10*log(BW/1Hz) or BW = 100 has two zeros, the
noise floor increases by 20 dB, 10k = 40 dB).

5. Power level 1 affects equipment noise floor (dynamic range)

a. Caution must be taken not to overdrive device under test (DUT) or damaging test

equipment such as when measuring the gain of a power amplifier.

6. Usi ng A s mofaverdgingdjades fmrrnoisy measurements.

a. Smoothing averages multiple nearby measuring points based on aperture percentage.

b. Averaging takes multiple frequency sweeps and averages the sweeps/traces.

7. Determine amplitude dynamic range required such as when measuring the pass band and
rejection band of a filter. This can be verified after calibration by connecting the ports together
and disconnecting the cables under an S21 or S12 measurement.

Connected - should read 0dB

Disconnected 1 should read <-dB than expected measurement.

Smoothing or averaging may be needed.

During the Athruo calibration, isolation c.

talk between the internal ports of the equipment. It is usually performed by

disconnecting the RF cables and terminating the end points with the reference

impedance (50VY) .

8. Measuring phase and group delay.

a. Sufficient measurement resolution is required to avoid phase wrapping - measuring two
points that are greater than 180°. For a larger group delay a smaller frequency step size
is required.
0O® ¢zYQ
0O6@QE"QEQEOIYNWEYQ phnéQt qi
Ol EORAIDAENQY  ocoenIYQ whereYr pyYd
Example for minimum settings
i. Assume a Fc= 1GHz and a span of 200MHz with an anticipated group delay of 6nS

for a 4-foot RF cable.

1. 6nS = 180A/ (360AxXstppize)l pf = 83. 3MHz

2. 000w ¢zYBO0OO®w p edh O

3. Minimum number of points, = 100MHz/83.3MHz = 2

4. These are not very practical settings. The noise floor of the equipment will be

elevated due to the high IF BW.

ii. Alternate method:

1. Assume phase resolutionof ¥ 1 Jand G6BS. &

2. Yo —2L 1 @QQawith an IF BW = 92.6kHz (set to 100kHz)

coop

caoo o
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3. Né "Q ¢ Q¢ @ imimrodt @Q0a p
C P PWEN QOLE QO 61 Q6 IRGNOE Qi §QOM MO

4. You can reduce the IF BW and maintain 2161 points to reduce the noise floor
while maintaining phase and GD accuracy.

5. You can also do the following:

a. Or # of points = 3201, IF BW = 10kHz (under sample), phase and GD
measurement will remain accurate since the maximum step size is
83MHz for 6nS group delay.

b. Step size = 100MHz / 3201 = 32.2kHz. Some information is lost since the
IF BW < freqstepsize, but f or s o-timearoi weuankcltyi onnosn,
sampling may be sufficient. It is a compromise of measurement speed,
lower noise floor, and accuracy.

f. NOTE: When measuring phase, GD, or phase linearity, if the results are in doubt,
increase/decrease the number of points and verify results do not vary. Adjust and
recalibrate as needed. Do this while displaying GD and phase without using
Aunwr ap o optidna s e

9. Measuring Phase Linearity

a. Phase linearity is defined as the deviation from a constant phase slope across a
frequency span. This is the same as the difference in group delay between the two
points. It is usually referenced to the center frequency point of the measurement.

i. Example:
1. Assume GD1 =4nS, GD2 =4.1nS, Span = 100MHz
2. Phase deviation = |(GD2 i GD1)|*360°*100MHz = 3.6°
3. The DUT has a deviation of 3.6° from a constant slope over a 100MHz span.

Port Extensions
1. This extends the calibration reference plane to a new refence plane for return loss
measurements.
2. This may be useful in de-embedding RF traces, connectors, or lumped components from a
DUT. Helpful in determining matching networks or when a cable is added after calibration.
3. On the DUT, break the point where the new reference point will be.
i. Provide a Ashorto or dopendBdT.at t he new refe
ii. Perform an initial calibration 7 see calibration section.
ii. Press CalbuttonY PortextensionY Por t Ext eReseiYoAu® Poft Extension
i. Ensurei Reset 0.
ii. Configuration - select ports
iii. Setting i include loss, adjust for mismatch if desired (if unchecked, return loss will
display 0dB after completing port extension).
iv. Method i current span
v. Velocityfactor=1 (not critical unl egused albecvaluefotae fid
polyethylene dielectric cable is 0.66 and PTFE dielectric cable is 0.7.)
iv. NextMefasure (select ei Filisar open or short) Y
v. Ensure port extension is ON (will display time, distance, and DC loss)
vii Verify usi BgithBrivagnitude or'fPhase
i. For and fopeno extensi orflat¥ine Bcaogs the span) b , Pha:
i. SmthChartia Adot o on .the right side
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Measuring Phase Linearity

The following describes two methods of measuring phase linearity across a desired frequency
band. Phase linearity is the phase deviation from a constant slope or also the change in group
delay across the frequency band. Usually referenced to a center marker.

1. Phase Linearity i manually enter delay
Setup VNA and perform a response calibration or full calibration.
Set up two traces i S21 or S12 = Phase (or unwrapped phase) and group delay
Insert DUT.
Scale accordingly.
Note the minimum delay time on GD trace (averaging may help or smoothing).
Use For mat phas¥ (better resofution on phase non-linearity).
Place a marker at the minimum GD point and markers at points of interest.
On phase trace:
i. Scal e Y EI e ¢ enterdelayltimelfrerh theyGD reference marker.
ii. Electrical Delay for GD trace remains at O Sec.
iii. Velocity factor is not critical for this measurement unless measuring distance
(distance = C*Vf*time, C = free space speed of light).
iv. Scale phase trace

S@ e o0op

NOTE: This is the non-linear phase performance across the band of interesti deviation from a
constant slope. Typically, as gain/loss changes, there is also a change in phase such a with
filters. Non-linear phase response may be undesirable such as with linear frequency modulated
chirps.

Verify Equipment stability
This procedure assists in verifying equipment, RF cables, and adapters are stable prior to
calibration and measurement.

Number of points and IF BW is not critical for this procedure since we are only concern about
verifying stability. The settings are suggested in preparation for measuring a low power amplifier
and should suffice for verifying stability. For a true device measurement, settings will vary.

1. Measure S21 (magnitude and phase)

2. Setup VNAT will use same settings for measuring DUT in the next section.
a. Allow at least 30 minutes of warm-up time for VNA.

Pr ess Y (iffatuekscavh state)

Press Power buttonY Power {@Bne!l =

Press Frequency buttonY St ar t S t900MHA0 1&6Hz =

Press AVG/ BW Bandwititto=n20kMz (43dB elevated noise floor)

i. Averaging and Smoothing = Off (equipment noise floor is low enough and is not a
very sensitive measurement)

f.Press Sweep button Y60NY mPweeppfmpde nt sauwt o
i. Measures every 62.5kHz and is under sampling since IF BW < step size. Not critical

at this point

il. Ensure the VNA is temperature stable, important for phase measurements.

®ooo
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Set up VNA as detailed above.
. Before doing a full calibration.
a. Press Display button Y Add Trace Y New Trac
b. PressMeasbut ton Y S21 for top and bottom trace
c. Press Format button Y top trace Y Log Mag Y
d. Press ScaleoputtaoneV¥Yscal evel=0dB¥dBHOttem tehce
ref level =0°
.Press Marker button Y
a. Mar ker Setup a¥ Coupled =
b. Ma r k eadd nYarkers and set desired frequency.
. Connect VNA ports together Port 1 to Port 2 using desired cables and a thru adaptor.
a. Ensure ports and RF cable connectors are clean.
b. Use torque specifications for connectors.
c. Let the cabl es r ewithnoisharp hends duairng calibaatioo and t at e
measurement. Do not handle the cables during calibration!
. Press Cal BasimG@at on Y
a. Check ports1 & 2
b. Cal kit = select any kit, not important at this point.
c. DUT Connector = gender is not important at this point.
d Cal Type = Response (thru) 1 Y 2
e. Sel ect nAperthad and
i. No need to select fAisolationd since the ni
measurement results.
ii. Press Finish tab and Save calibration
ii. Save RecallbuttonY Save St at eYSave TQnkDit8Y SdveState
(name file).
f. Results: Both traces should show 0dB and 0° respectively.
g. Optional: Save traces
i. Press Math button Y Select trace Y Data M
h. Gently move RF cables and let them rest, ensure results did not vary from calibration
results.
i. Di sconnect fandneannecd Enputeaesuits did not vary from calibration
results.
i. After disconnecting and reconnecting cables, it is normal for the results to vary by a
few hundredths/dB for magnitude and a few tenths/degrees for phase. The results
should still be a flat line for both traces.
j. If results did not vary, equipment and RF cables are stable.
. If results varied, possible culprits:
i. If equipment has not reached temperature stability, phase will move up or down at a
constant rate but will maintain a flat line.
ii. If there are abrupt changes, connectors could be dirty, loose during calibration, or bad
cables (frayed outer shield usually near connector) .
iii. During calibration, when calibrating the open, short, and thru, the response on the screen
should be a flat line, if not, measurements will be questionable.
iv. Doubled shielded cables with a solid foil have better performance than single shielded
cables.
v. The Athruo standar d rmtheradapwr. damaged. Try an
vi. Noisy RF environment i WiFi, Laptops, noisy equipment nearby i Spectrum analyzer, RF
generator, etc.
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VNA

thru adapter

IRl 521 & Mem LogM 500 mde/ 0dB [RT]
2500

2.000

RF Cables: calibration VS cables

1.500

1.000

0.500

-

disconnected/connected

2

> 1:920.000000 MHz

0.048dB
0.046dB
0.048 dB

2:950.000000 MHz
3:980.000000 MHz

0.000W:

-0.500
-1.000
-1.500

-2.000
-2.500

Tr2 S21&Mem Phase 1°/ 0° [RT]
5.000
4.000
3.000
2.000

1.000 1

> 3:020.000000 MHz

1:920.000000 MHz
2:950.000000 MHz

12477 m°
18317 m*
18819 m"°

-1.000

-2.000

-3.000

-4.000
-5.000

RF Cables: calibration VS cables
disconnected/connected

0.00dBm

RFOn IntRef Update On

Normal performance of cables being disconnect/reconnected after calibration (response

calibration)

Setup for measuring S-parameters and calibration
The following procedure is for measuring a low power amplifier; however, the procedure is similar

when measuring most devices.

1. Measure S11, S22, S21, & S12 (will measure magnitude, phase, group delay, and phase

linearity)
2. DUT = Mini Circuits GVA-62+
3. Parameters:

a. V=5V, 1=81mA

b.G a4 15.6d8B,

c. S11-183dB, $2@Ba

Q

P1dB a

19. 6dBm

31WR a

Anticipated GD < 10nS (based on experience)

(out put

compr es
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4. Setup VNA

~0oo0op

Allow at least 30 minutes of warm-up time for VNA.
Pr ess Y (iffatuekscvh state)
Press Power butt o-h0dBfMm (Ensukes port2 <e+-¥0dBm) =
Press Frequency button Y Start Stop Freq =
Press AVG/BWbutton Y | F Bandwi dth = 20kHz
Averaging and Smoothing = Off (equipment noise floor is low enough and is not a very
sensitive measurement)
Press Sweep button Y Number of points = 160
62.5kHz but less than the maximum step size for measuring phase and GD).
i. We are under sampling with IF=20kHz & 1601 points. These settings will suffice for
this measurement. It is a compromise of measurement speed, lower noise floor, and
accuracy (we would need 10001 points for a step size of 10kHz).

Example - assume 2nS for GD, maximum step size ¥Y'Q

Before doing a full calibration.
i. Press Display button Y Add Trace Y New Tr.
i. Press MeasS-pat & mat 32t for toy and bottom trace
ii. Press Format button Y top trace Y Log Mag
iv. Press Scale button Y top traceVYscale = .5
1°/div, ref level =0°
v. Press Marker button Y
1. Marker Setup Y Coupled = alll
2. Mar ker Y a datldesinedfrégeency.
vi Press Cal b ut t(ensure PortExtensions ae OFF)
1. Checkports1 & 2
2. Cal kit = select calibration kit (mechanical kit F6O3FE for this example).
3. DUT Connector = check appropriate genders for device under test (female for
this example).
a. Ensure ports and RF cable connectors are clean.
b. Use torque specifications for connectors.
c. Let the cabl es r ewithnoisharphendsdusitgur al 0 s
calibration and measurement. Do not handle the cables during calibration!
Cal Type = SOLT (short, open, 5 0 Moad, & thru)
NOTE: Depending on cal-kit and the gender that was selected, Cal Type
options will be limited.
6. Sel ect fANextoO

a. Connect the appropriate calibration load from kit to the calibration
reference point and then presst he appropriate tab (o0f
& thru)

b. No need to select Aisolationd since |
expected measurement results for all S-parameters. If isolation is selected,
disconrnect cables and terminate with 50°

c. Press Finish tab and Save calibration
i. SaveYStateYSave TypeVYState and Cal

file)

h ¢ vUTO¢step size.

z

ok
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The following is for verifying calibration.

1. As a minimum do the following to verify calibration from previous steps.
2. Connect RF cables together usingthecal-k i t fAt hrud adaptor.
a. On Top trace:
i. Press Meas -paamdteosnY Y S
1. Result: S21 & S12 Magnitude format should be 0 dB, flat trace.
2. Result: S11 & S22 Magnitude format should be better than <-40 dB. Typical
performance is <-50, dependent on frequency range and quality of RF cables.
3. Typically, the calibration reading should be <-20 dB better than the expected
measurement.
b. On bottom trace:
i. Press Meas -paamdteosnY Y S
1. Result: S21 & S12 Phase response will not display 0°,it will display the insertion
phase of the thru cal-kit adaptor. If the DUT is the same gender as the adaptor, a
phase matched adaptor will not be necessary. The result will be the absolute
phase of the DUT.
2. See below.
3. Refer to the section on how to verify equipment and RF cable stability.
4. Further calibration verification.
a. Disconnect RF cables and remove any loads or adaptors.
i. On Top trace:
i. Press Meas -pat amat ¥r § Y
1. Result: S11 & S22 Magnitude format should be 0 dB, flat trace.
iii. On bottom trace:
iv. Press Meas -pat amat &r § Y
1. Result: Since the span is relatively small, S11 & S22 Phase format should be &
-2.9°, flat trace. S11 and S22 results should be very close to each other at each
frequency point.
2. This is the Afringingod. capacitance of th
b. Alternate connecting the open and short loads from the cal-kit to each cable.
i. Press Meas -pat amat &r § Y
1. Result: Open and Short load, S11 & S22 Magnitude format should be 0dB, flat
trace.
2. Result: OpenloadS11 & S22 Phase f-@Ir5Mmwhichistiesight d be
side of the Smith chart. Results should match and have a flat trace.
3. Result: Shortload S11 & S22 Phase f el58m8 whiclsifitbedeftd b e
side of the Smith chart. Results should match and have a flat trace.
4. The reason for the phase shift is due to the frequency dependent n'™ order
capacitance (open load) and nt order inductance (short load) polynomial (example
C = C1 + C2*f Ytegamprtr? téé&. L1 + L2*f + L
a. What is important is that the magnitude for S11 & S22 should be 0dB and the
phase delta between open and short is 180°.
c. Alternate connecting iihteeachGably. | oad from the
i. On Top trace:
i. Press Meas -pat amat &r § Y
1. Result: S11 & S22 Magnitude format should be better than <-40 dB. Typical
performance is <-50, dependent on frequency range and quality of RF cables (a
dot in the middle of the Smith chart).
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d. Reconnect RF cables with the cal-kit thru and verify S21 & S12 magnitude and

phase.

Hint: Use a known 10 dB attenuator load to verify S11, S22, S12 & S21 accuracy. The S11/S22
magnitude should be -20 dB (return loss) with an open or a short at the output port of the
attenuator and -10 dB (insertion loss). This is dependent on the quality of the attenuator, use this

as a sanity check!

Power

Power Level

0dBm

- RF Power

-1.000
-2.000
-3.000

-4.000
-5.000 | Ch1 Avg = 16/ 16
i ] >Chi1: Start 800.000000 MHz

On off

RF 0.00 dBm Stop 1.000000000 GHz

Tr2 521 Phase 1°/-19° [F2]
-14.00
-15.00

-16.00
-17.00
-18.00
-19.00»
-20.00
-21.00
-22.00

-23.00
-24.00 |Ch1 Avg = 16/ 16
g Ch1: Start 800.000000 MHz

Tr1 Ch1 IntTrig Continuous

BW=100 k

C 2-Port

RF 0.00 dBm

Stop 1.000000000 GHz

RFOn IntRef Update On 2022

Typical phase response of FE03FE cal-kit thru adaptor

300.0
240.0

180.0

120.0

60.00

0.000k

Pc

-60.00

-120.0

-180.0

-240.0
-300.0
>Ch1: Start 800.000000 MHz

RF 0.00 dBm Stop 1.000000000 GHz

Tr2 511 Smith 10U/ 1U [F2]

Ch1: Start 800.000000 MHz

Ch1  IntTrig  Continuous

Typicalph a s e

BW=100 k

RF 0.00 dBm

Stop 1.000000000 GHz

C 2-Port RF On IntRef Update On

response of dokteno | oad

F603
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300.0
240.0

180.0

120.0

60.00

0.000w

-60.00
-120.0
-180.0

-240.0
-300.0

]

Ch1

Start 800.000000 MHz

RF 0.00 dBm

Stop 1.000000000 GHz

>Ch1

Start 800.000000 MHz

RF 0.00 dBm

Stop 1.000000000 GHz

Tr2 Ch1

IntTrig Continuous BW=100k

Typical ph a

C 2-Port RF On IntRef Update On

se response of fAskKtorto | oad F60

Measure GVA-62 low power amplifier
The following procedure is for measuring S-parameters of GVA-62 Evaluation Board .

1.
2.
3.

Please do not connect DUT just yet!
Set up VNA as described in previous steps above.
IF BW = 20 kHz, # of points = 1601, Power = -10 dBm, Span = 100 MHz (step size = 62.5

kHz)

a. Under sampling since step size > IF BW.

b. Step size is still small enough for the anticipated group delay.
Measure S11, S22, S21, & S12 (magnitude, phase, group delay, and phase linearity)
Parameters @ 1 GHz (from data sheet):
a. V=5V, 1=81mA

b. S21a+15.6d B,

c. S11-1&dB, S-29A4
d. Anticipated GD < 10nS (based on experience)

Magnitude - Setup four traces.
a. Press

i.

ii.
iii.
Iv.

P 1 d BdBmgoutfuBcongpression point)

B4 S-21xB a

Di splay button Y Add Trace
b. Measure magnitude S11, S22, S21 & S12 and scale accordingly.
c. Press
i. Connect DUT (voltage off)
Apply voltage (for safety, if possible, voltage/current limit power supply)
Turn RF power On.

Results i see below.

Power

but t g ensu¥e it R Bet t®-aA0dBm.

Oof f

Y New Trac
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GD and Phase measurement

1. GD and Phase - Setup two traces.
Turn RF power Off.
Delete two traces.

Scale = 1 nS/div

@ poo0op

Adjust HANumber
i. As the numbe

r

Turn RF power ON, ensure it is set to -10dBm.

Pointso
points

of
of

Measure phase and group delay S21 and scale accordingly.
Group delay top trace T Smoothing ON @ 25 smoothing points .

t@am. d

S

veri fy
adjusted,

ii. C 2-portto C*2-port indicating a change from the calibration parameters.
iii. GD is a noisy measurement specifically when measuring pico-Seconds.

: = = -
saent 0 o ARE LG M S @ AR
s 4B/ -16.dB [F2] Tr3 522 LogM 1dB/ -18dB [F2] Power X
-11.00 9 Hz 13 -13.00
-12.00 -14.00
Power Level Power
-13.00 -15.00
1400 16,00 ml0dm
. Port Pow
-15.00 -17.00 ' 2 - ot rower
-16.00M TN/ SV I S S )
G off Leveling
417.00 -19.00 AT
-18.00 20,00
-19.00 -21.00
-20.00 -22.00
21.00 -23.00
Ch1: Start 900.000000 MHz RF -10.00 dBm Stop 1.000000000 GHz Ch1: Start 900.000000 MHz RF -10.00 dBm Stop 1.000000000 GHz
5dB [F2) Tr2 512 LogM 1dB/ -22dB [F2)
2000 -17.00
19.00 18.00
18.00 -19.00
17.00 -20.00
16.00 3 -21.00 ' )
[ ] )
15.00M 4 22004
14.00 -23.00
13.00 -24.00
12.00 -25.00
11.00 -26.00
10.00 27.00
a >Ch1: Start 500.000000 MHz_RF -10.00 dBm Stop 1.000000000 GHz Ch1: Start 900.000000 MHz RF -10.00 d8m Stop 1.000000000 GHz
Tra  Ch1  Inlrig  Continuous BW-20k  C2-Port RFOn  InRef  UpdateOn @ Screenshot saved: localfjerry flores/GVA 62 5 parameters.png 2022-03-11 01:30

Magnitude

(S11, S22, S21, & S12)

measur
an 0n
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78.00
76.00

74.00
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66.00

64.00

62.00

60.00
58.00

68° [F2]

>Ch1: Start 900.000000 MHz

RF -10.00 dBm

Stop 1.000000000 GHz

Tr2 Ch1 IntTrig
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BW=20 k C 2-Port

RFOn IntRef

Update On

GD and Phase (S21)

TEST CONDITIONS: Vd = 5V, Id = 81.8 mA @ Temperature = +25degC

Power Level

-10dBm

RF Power

On off

Power

Port Power

Leveling
& Offsets

2022-03-1101:44

GVA-62+ data sheet

Input | Output P3 14B Noise
FREQ Gain | Isolation | Return | Return Stability output | €°™- | Figure
Loss Loss Output

{MHz) (dB) {dB) (dB) {dB) K Measure | (dBm) | (dBm) {dB)
10.0 16.95 2318 18.20 12.15 1.16 0.74 — 18.77 4.79
30.0 16.80 2261 17.61 12.66 1.13 073 4159 19.67 478
50.0 16.56 22449 16.47 13.57 1.15 075 37 19.84 472
100.0 16.12 21.86 15.05 15.63 1.14 07T 3849 19.90 4 80
200.0 15.83 21.56 14.33 17.62 1.15 0.78 38 .58 19.87 473
300.0 15.74 2159 1416 18.27 1.16 079 3849 19.85 4 96
400.0 15.70 21.51 14.09 18.54 1.16 0.78 3877 19.79 4 98
500.0 15.68 2152 14.00 18.80 1.16 0.79 3753 19.80 4 96
600.0 15.66 21.55 13.89 19.01 1.17 0.79 3823 18.74 4 .97
700.0 15.64 21.56 13.81 19.25 1.17 0.79 3833 18.71 4.99
800.0 15.62 21.56 13.74 19.28 1.17 0.79 3778 18.71 4 .96
900.0 15.60 21.62 13.67 18.41 1.18 0.80 3742 18.78 4.97
1000.0 15.59 21.61 13.58 19.53 1.18 0.80 36.62 19.64 5.00
1100.0 15.57 21.64 13.49 19.66 1.18 0.80 36.69 18.63 5.02
1200.0 15.56 21.69 13.42 19.79 1.19 0.80 37.03 19.56 5.04
1300.0 15.54 21.70 13.39 10.66 1.19 0.80 3616 19.55 5.02
1400.0 15.52 21.76 13.41 19.49 1.20 0.81 3559 19.59 5.03
1500.0 15.50 21.80 13.45 19.45 1.21 0.81 3568 19.62 499
1600.0 15.47 21.83 13.45 19.54 1.22 0.81 34 04 19.50 5.08
1700.0 15.47 2187 13.47 19.37 1.22 0.81 3523 19.46 5.06
1800.0 15.45 21.89 13.54 19.01 1.23 0.81 34 27 19.34 5.08
1900.0 15.43 21.94 13.71 18.62 1.23 0.81 34 .44 19.42 5.09
2000.0 15.41 2197 13.87 18.41 1.24 0.81 34 .41 19.36 5.07
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Setup for measuring output compression point (P1db)

The following procedure is for measuring compression point, Pin Vs (S11, Gain, and Phase). This
determines the gain and phase linearity performance of the amplifier and is helpful in determining
error vector magnitude performance.

1. Parameters (from data sheet):
a. V=5V,1=81mA
b. S21 & dBR,5.B1dBdBmgoutjudconpression point)
c. S11-1&d B, S-294 B3 S-211B &
2. Set up VNA as follows:
a. IF BW = 20kHz, # of points = 201
b. Press Sweep button Y Sweep type = Power swe
i. Press Powe rPolwetr$tad powdt = -10dBm, Stop Power = +8dBm
ii. Unlevel Port power warning might appear if the power span is too wide!
c. Press Frequency b ut t oChWV =950 MHz
3. Setup three traces.
a. Press Display button Y Add Trace Y New Trac
b. Measure S11 (mag dB), S21 (mag dB), and S21 (phase)
4. Press Cal BiaGat on Y Ba
a. Check ports1 & 2
b. Cal kit = select calibration kit (mechanical kit FGO3FE for this example).
c. DUT Connector = check appropriate genders for device under test (female for this
example).
d. Ensure ports and RF cable connectors are clean.
e. Use torque specifications for connectors.
f.Let the cables rest in a fAnatural o state wi
measurement. Do not handle the cables during calibration!
5. CalType=Enhanced Response 1Y2
a. NOTE: Depending on cal-kit and the gender that was selected, Cal Type options will be
limited.
6. Sel ect fANextoO
a. Warning i to protect equipment, insert a 13 to 20dB attenuator with the proper
power handling capabi talibdragfiond Rosdibhegowerhirgo portt2 r u 0

> +20dBm.
b. Connect the appropriate calibration load from kit to the calibration reference plane and
t hen press the appropriate tab (open, short

c. No need to select fAisolationd since the noi
measurement results for all S-parameters.
d. Press Finish tab and Save calibration
i. SaveYStateYSave TypeVYState and Cal DataVYs.
e. Verify calibration
i. S21 magnitude and phase will display 0dB and 0° across the power sweep.
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VNA

]
10-20dB attenuator

The following procedure is for measuring compression point and phase linearity of GVA-62
Evaluation Board. These two measurements are an indication of the linearity of the DUT and are
indicators of error vector magnitude (EVM) performance.

Warning i for this example, to protect equipment, insert a 13 to 20 dB attenuator with
the proper power handling capability at the output of the DUT. Maintain the input power
@ port 2 <+10dBm.

1. Setup VNA as described in previous.
2. Please do not connect DUT just yet!
3. From above IF BW = 20 kHz, # of points = 201, Power = -10 dBm Y + 8dBm, Fc=950 MHz
4. MeasureY trace 1 = S11(dB), trace 2 = S21 (dB), trace 3 = S21 (phase)
a. DUT = Mini Circuits GVA-62+ (parameters from data sheet)
b. V=5V,I=81mA S21 & dBlPAidB +1%6 dBm (output compression point)
c. S11-1&d B, S-294 B3 S-2124B &
5. Press Power button Y RF P-A0dBmY OfdBm. ensure it
a. Connect DUT (voltage off)
b. Apply voltage (for safety, if possible, voltage/current limit power supply)
c. Turn RF power On.
d. Set a marker at Pin = -8dBm (this is the reference marker)
e. Set a second marker at the point where the gainis-p1 d B f r om t h8edBmmar k e
f. Thisis the output 1dB compression point = Pin + gain (dBm)
6. ResultsT see below.

NOTE: Itis possible that the DUT may have gain expansion, if that is the case, the
P1dB point is usually measured from the maximum gain point to -¢p1dB.

VNA

>

DUT with attenuator
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r3 Ch1 IntTrig Continuous BW=20 k C Response RFOn IntRef Update On

Output P1dB = 6.05dBm + 14.24 (+20.29dBm), Phase flatness =2 . 5 A

Set-up and Measuring Band Pass Filter

The following procedure is for measuring S-parameters of a band pass filter (Mini Circuits VBFZ-
925-S+). The measurements will be broken up into two sections: The first is a broad band
measurement to cover the bandpass and band-rejection response of the filter. The second
focuses on the qBdB bandpass response in which the frequency span will be reduced and
recalibrate with all other settings unchanged. The procedure will cover a critical aspect of a filter
which is flatness of the phase linearity or group delay. This impacts linear frequency modulation
(LFM) schemes.

1.
2.
3.

oA

Set up VNA as described below.
See section on how to calibrate VNA 1 fSetup for measuring S-parameters and calibrationo .
IF BW = 100 kHz, # of points = 7001, Power = 0 dBm, Start = 100 MHz, Stop = 8000 MHz
(step size = 1.13 MH2z)
a. Under sampling since step size >> IF BW.
b. Step size suggest a maximum measurable group delay of 455 nS

(GD = 180°/360°*1.13 MHz).
c. Settings provide approximately 60 dB of dynamic range with smoothing ON-5%.
Perform a full 2-port calibration.
Verify calibratoni s ee section fAVerify Calibrationo.
a. Connect RF cables together with the calibration thru adaptor.
b. Phase (S21/S12) i insertion phase of cal-kit thru adaptor.

i. F603FE: 820 MHz=-16.25°, 900 MHz=-17.7°, 920MHz=-18.3°, 950 MHz=-18.95°, &

980 MHz=-19.5° (all approximately +0.2°).

c. Magnitude (S21/S12) should be flat across the band and read very close to 0 dB.
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d. Magnitude (S11/S22) should be better than <-35 dB across the band.
e. Results are dependent on the quality of the RF cables, specifically at higher frequencies.
6. Parametersi see table below (from data sheet VBFZ-925):

1. Magnitude i Setup for traces
a. Press Display button Y Add Trace Y New Trac
b. Measure magnitude S11, S22, S21 & S12 and scale accordingly.
c. Turn ASmoothing ONO f oifdessell/ S12 measur ement
i. Connect DUT
ii. Place markers as needed.
iii. Results for broad band response 1 see below.
2. Change the following frequency span and perform a full 2-port calibration. This span should
cover the -g8.0 dB pass band relative to the nominal insertion loss.
a. IF BW =100 kHz, # of points = 7001, Power = 0dBm, Start = 650 MHz, Stop = 1350 MHz
(step size = 100 kHz)
b. Smoothing = Off (all traces)
c. Hinti perform a simple response calibration and measure 3 dB points to confirm
adequate frequency span prior to performing a full calibration.
3. Verify calibrationi s ee s ect iGanl ifbWeartiifoyn o .
a. Connect RF cables together with the calibration thru adaptor.
b. Phase (S21/S12) - insertion phase of cal-kit thru adaptor.
c. Magnitude (S21/S12) should be flat across the band and read very close to 0 dB.
d. Magnitude (S11/S22) should be better than <-45 dB across the band.
4. Magnitude - Setup four traces.
a. Measure magnitude S11, S22, S21 & S12 and scale accordingly.
i. Connect DUT
ii. Place markers at peak and -qp3 dfBr S21 and S12 traces.
iii. Results1 see below.

1. GD and Phase - Setup two traces.

Delete two traces.

Use Format 2 Yunwr ap pforamse ndndinearit)er resol ut i
Measure phase and group delay S21 or S12 and scale accordingly (reciprocity DUT).

Group delay trace i Smoothing ON @ 5% smoothing percentage .

Place a marker at the minimum GD point and markers at the -g8dB points.

Scale = 0.5 nS/div

Adjust ANumber of Pointso and verify measur
i. If not, recalibrate after the measurement is constant.

i. As the number of p owilhapeearatshe otomofsdreerd, an M

iii. C 2-port to C*2-port indicating a change from the calibration parameters.

iv. GD is a noisy measurement specifically when measuring pico-Seconds.

@ ~oao0 o

1. Phase Linearity i manually enter delay
a. Note the minimum delay time on GD trace (smoothing or averaging may help).
b. Do not change the trace setups from previous measurement i no need to recalibrate.
c. On existing unwrapped phase trace, change the following:
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i. For maphas

i. Scal e Y EI edenteidelayltimeferloany st ep fiao.
iii. Electrical Delay for GD trace remains at O Sec.

iv. Velocity factor is not critical for this example.

v. Scale phase trace.

NOTE: This is the non-linear phase response across the pass band i deviation from a constant
slope. Notice that it gets worse near the -3dB points, which is common on filters. Typically, as
gain/loss changes, there is also a change in phase. Non-linear phase response may be
undesirable such as with linear frequency modulated chirps.

INSERTION RETURN
FREQUENCY 0SS LoSS
{MHz) {dB) (dB)
10 82.20 0.00
80 64.21 0.01
250 57.35 0.07
500 31.16 0.46
530 25.79 0.50
505 15.40 1.16
543 B.76 2.49
B70 5.80 4.12
702 3.60 7.42
800 1.68 20.11
025 1.64 13.87
1050 216 0.87
1275 542 7.70
1350 11.88 3.80
1435 21.92 1.89
1550 28.36 1.13
1620 30.79 0.99
3000 54.45 0.30
8000 54.31 2.08
18000 34.91 11.88
Data Sheet

Tr2 s22log Power
2.000
0.000m

Power Level
-2.000

-£.000 Dl

000 RF Power

-8.000
On off
-10.00
-12.00
-14.00
-16.00
-18.00
>Ch1: Start 100.000000 MHz RF 0.00 dBm Stop 8.000000000 GHz Ch1:Start 100.000000 MHz  RF 0.00 dBm Stop 8.000000000 GHz

-80.00 -80.00
-00.00 -00.00
3] Ch1:Start 100.000000 MHz  RF 0.00 dBm Stop 8.000000000 GHz Ch1:Start 100.000000 MHz ~ RF 0.00 dBm Stop 8.000000000 GHz

Tr1 Ch1 IntTrig Continuous BW=100 k C 2-Port RFOn IntRef Update On 2022+

Broad Band Magnitude Frequency Response (VBFZ-925-S+)
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NOTE: Notice that S21/S12 are symmetrical which is expected; however, S11/S22 are not. This
is probably because of an added adaptor. To verify this, flip the ports and the results should flip.

511 LogM 5dB/ 0dB [F2] Tr2 522 LogM 5dB/ 0dB [F2]

Tr
5.000 1:870.200000 MHZ 1567 dB 5.000 1:8]0.200000 MHZ  1B36dB
0.000—, : 548314 0,000 —, s P
000 lQ =3 [1.314000 GHz 936008 5000 Q =2 [1.214000 GHz 117748
o :
10.00 : -10.00
—
15.00 \\ il ] 15.00 1 ™
: i O ]
-20.00 -20.00
25.00 -25.00
20.00 -30.00
-35.00 -35.00
40.00 -40.00
45.00 45.00
Il Ch1: Start 650.000000 MHz RF 0.00 dBm Stop 1.350000000 GHz Ch1: Start 650.000000 MHz  RF 0.00 dBm Stop 1.350000000 GHz
Tr3 521 LogM 1dE/ 0dB [F2] Bl 512 LogM 1 dey 0dE [F2]
1.000 1:870.200000 MHZ  1}491d8 1.000 1:8j0.2000p0 MHZ  1j478 B
0.000M : i eTarin 0.000% - e R
7 sa b y 1 h o .
1000 2 [1.314000 GHz 42308 0w 2 [1.214000 GHz 4l432d8
Tl | T T
2,000 | -2.000
3.000 -3.000
2 K 2 3
-4,000 ? -4.000 |4 ?—
5.000 / \ -5.000 / \
5.000 / -6.000 /
-7.000 -7.000 /
2000 -8.000
92,000 -9.000
H Ch1: Start 650.000000 MHz ~ RF 0.00 dBm Stop 1.350000000 GHz >Ch1: Start 650.000000 MHz  RF 0.00 dBm Stop 1350000000 GHz
Tr4  Ch1 IntTrig  Continuous  BW=100k  C2-Port RFOn  IntRef  Update On

3dB Pass Band Magnitude Frequei#2536+)Response

Tr1 521 PhaselU 75°/ -400° [F2]

-25.00 1696.000000 MHz ~ -180.51°
1000 : S e
750 %) >3 1314000 GH 6932
2500
2250 \\\

-400 ;k

4750 pae——

5500

6250 3

7000

7750

] Ch1: Start 650.000000 MHz R/F 0.00 dBm Stop 1350000000 GHz
B 521 Delay S00ps/ 1 ns [F2)
5.000n 1696000000 MHz  3.20754ns
4500n R Lot
2000 >3 1314000 GH 33568 ns
1 3

2.500n NL- Q\
3.000n

2500n

2

2.000n

1.500n

1.000

0.500n

0.000n

| >Ch1;: Start 650.000000 MHz AF 0.00 dBrm Stop 1350000000 GHz

w2  Ch1 IntTrig  Conmtinuous  BW=100k  C2-Port RFOn  InRef  Update On

Pass band unwrapped phase and group delay (VBFZ-925-S+)
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Il 521 Phase 25°/ -125° [F2) ~ Scale

Delay Time

1.872ns

Delay Distance

561.21148 mm

Distance Units ~

Meters

-250.0 Velocity Factor
n >Ch1: Start 650.000000 MHz RF 0.00 dBm Stop 1.350000000 GHz

1

2.500n

2.000n
1.500n
1.000 b

0.500 n
0.000n
z‘ Ch1: Start 650.000000 MHz RF 0.00 dBm Stop 1.350000000 GHz

Tr1 Ch1 IntTrig Continuous BW=100 k C 2-Port RFOn IntRef Update On Delay 202

Phase linearity (deviation from constant phase slope) and GD

Set-up and Measuring RF Splitter/Combiner

The following procedure is for measuring S-parameters of an RF splitter/combiner (Mini Circuits
ZFSC-2-372-S+). The procedure will cover a critical aspect of a splitter/combiner which is the
magnitude and phase balance of the ports. Also covered is port - port isolation. This procedure
does not cover phase linearity i refer to Filter measurement.

1. Set up VNA as described below.
2. See section on how to calibrate VNAT i Set up f or -peerasmetienrgs Sand c 8
3. IF BW = 100kHz, # of points = 3201, Power = 0 dBm, Start = 800 MHz, Stop = 1000 MHz
(step size = 62.5 kHz)
4. Perform a full 2-port calibration.
5. Verify calibratoni see section fAVerify Calibrationo.
a. Connect RF cables together with the calibration thru adaptor.
b. Phase (S21/S12) i insertion phase of cal-kit thru adaptor.
i. F603FE: 820 MHz=-16.25°, 900 MHz=-17.7°, 920 MHz=-18.3°, 950 MHz=-18.95°, &
980 MHz=-19.5° (all approximately +0.2°).
c. Magnitude (S21/S12) should be flat across the band and read very close to 0 dB.
d. Magnitude (S11/S22) should be better than <-45dB across the band.
6. Parametersi see table below (from data sheet):
1. Magnitude S11/S22 i Setup traces
a. Press Display button Y Add Trace Y New Trac
b. Measure magnitude S11 and S22 and scale accordingly.
c. Connect VNA to ports S & 1 of DUT.
i. Terminate port 2 with a load better than -25 dB return loss.
ii. Place markers as needed and place traces inmemoryi Mat WY spl ay fdat a
me mor yo.
iii. Connect ports S-2, terminate port 1.
iv. Resultsi see below.
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2. Magnitude and Phase S21/S12i Setup traces
a. Add two more traces i 4 total

b. Measure magnitude/phase S21 and S12 and scale accordingly.

c. Connect VNA to ports S-1 of DUT.

a.
b.
C.

d.
e.

f

a.

b.
C.
d

I. Terminate port 2 with a load better than -25 dB return loss.

ii. Place markers as needed and place all traces in memory.

iii. Connect ports S-2, terminate port 1.

iv. Resultsi see below.
3. Response calibration for magnitude and phase balance.

Connect VNA to ports S-1 of DUT, terminate other port.

Perform a
bot h

Pl ace
display.

Both traces should display 0 dB and 0°.
Connect VNA to Ports S-2 of DUT, terminate other port.

. Results i see below.
4. Output ports isolation T Magnitude S21 and S12

Perform a full two port calibration as described above or recall saved calibration.
Connect VNA ports to Ports 1-2 of DUT.
Terminate port S with a load better than -25dB return loss.

Results I see below.

A Res poaalrtio((t hr u)

traces

AMP.

t o

PHASE

Me mo r yi thiigthe defeence a y

1

¥

20

Data Sheet (RLab = 20 log[(VSWR-1) / VSWR +1) ])

FREQ. TOTAL LOSS' UNBAL. |'SOLATION| oo FREQ. VSWR
(MHz) {dB) (dB) (dB) (Deg.) (MHz) (1)
5-1 s-2 1-2 s 1 2

10.0 353 353 0.00 18.72 0.00 10.0 199 1.56 1.56
20.0 353 353 0.00 1872 0.02 20.0 1.99 156 1.56
30.0 3.53 354 0.00 18.69 0.00 30.0 1.99 1.56 1.56
400 3.54 354 0.00 18.69 0.00 40.0 1.99 1.56 1.56
50.0 3.54 354 0.00 18.68 0.00 50.0 1.99 1.56 1.56
60.0 3.54 354 0.00 18.69 0.00 60.0 1.99 1.56 1.56
70.0 3.54 354 0.00 18.71 0.00 70.0 1.98 1.56 1.56
80.0 3.54 354 0.00 18.72 0.00 80.0 1.98 1.56 1.56
90.0 3.55 354 0.00 18.74 0.00 90.0 1.96 156 1.56
100.0 3.55 355 0.00 18.75 0.01 100.0 1.98 1.56 1.56
200.0 355 355 0.00 18.86 0.00 200.0 1.96 156 1.56
300.0 3.55 355 0.00 18.94 0.01 300.0 1.94 1.55 1.55
400.0 3.54 354 0.01 18.97 0.00 400.0 191 154 154
500.0 3.53 352 0.01 18.94 0.00 500.0 1.87 152 1.52
600.0 351 350 0.01 18.86 0.01 600.0 183 1.49 1.49
700.0 3.49 348 0.01 18.79 0.00 700.0 1.78 1.47 147
800.0 347 346 0.01 1875 0.01 800.0 174 1.44 144
900.0 345 343 0.02 1875 0.01 900.0 166 1.44 141
1000.0 3.43 341 0.01 18.74 0.02 1000.0 1.63 1.38 1.38
1100.0 341 330 0.02 1872 0.01 1100.0 1.58 135 1.35
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-5.000
-6.000

7.000

8.000

-9.000

10.0

Tr1 511 LogM 1dB/ -10dB [F2]

:920.000000 MHz -10.11

3:980.000000 MHz -10.18

v

11.00

-12.00

13.00

14.00
15.00

Ch1: Start 800.000000 MHz

RF 0.00 dBm

Stop 1.000000000 GHz

S

11.75
-12.00

12.25

-12.50

-1275

I 522 & Mem LogM 250 mdB/ -13dB [F2]

:920.000000 MHz -13.30 dB|

= B 4324 45

3:920.000000 MHz -13.23dB|

%

Q.

ata tr

ace RL pgrt 2

13.0
-13.25
-1350

1375

-14.00
14.25

-
s

memory trace RL port 1

>Ch1: Start 200.000000 MHz

RF 0.00 dBm

Stop 1.000000000 GHz

Tr2 Ch1 IntTrig. ‘Continuous BW=100 k

Return

C 2-Port RFOn IntRef Update On

lossi Ports S,1, and 2 (ZFSC-2-372-S+)

Il 521 & Mem LogM 500 mdB/ -3dB [F2] Tr2 512 &Mem Logh 500 md8/ -3 dB [F2]
-0.500 1:0J00000p0 MHZ  -3[640 B -0.500 1:6J0.000000 MHZ  -3/668 dB)
-1.000 e s -1.000 s Hie Tadm
> 3:080.000000 - > 3 A -
1500 MHz  -3j856 dB| 500 3:080.0000p0MHz|  -3599dB
-2.000 -2.000
-2.500 -2.500
3.00 3. > —
2 3 1 {2\ 3
-3500 -3.500
— pa——
-4,000 - . p 4,000
display of "data and memory"|- Ports
4500 -4.500
S-1 and Ports S5-2.
5,000 -5.000
5.500 -5.500
. =Ch1:Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz Ch1: Start 800.000000 MHz  RF 0.00 dBm Stop 1.000000000 GHz
Tr3 521&Mem Phase 5%/ -80° [F2] Tr4 512 &Mem Phase 5%/ -80° [F2]
55.00 1:930.0000p0 MHZ 7835+ -55.00 1:530.00000 MHZ] 78.19°
-60.00 e s -60.00 s -
> 3:980.000000 - > 3 -
500 MHz 24.67 esn 3:380.000000 MH3 8559
7000 70.00
'-\.___._‘\ e )
75.00 75.00
T 2 -—-__\_Q\ 2
80.0 -.V__ 3—d 80.00M ‘-Q\ 3—4
-85.00 -85.00 %
90.00 -90.00
95.00 -95.00
100.0 -100.0
-105.0 -105.0
3| Chi: Start 800.000000 MHz  RF 0.00 dBm Stop 1.000000000 GHz Ch1: Start 800.000000 MHz  RF 0.00 dBm Stop 1.000000000 GHz
Tr1  Ch1  InTrig  Continuous  BW=100k  C2-Port RFOn  IntRef  Update On

Ports S-1 and S-2 magnitude

Power

Power Level

o0dBm

RF Power

On

Power

Off

Power Level

0dBm

RF Power

On

Off

and phase response (ZFSC-2-372-S+)

2022

51

Calibration and RF Measurements using VNA Siglent SNA 5000A



Il 527 = Mem LogM 500 mde/ 0 dE [RT]
2:500 {520000000MHz  -0.044dB
2,000 - ez
»3:080.000000 MHz  -0.050dB Power Level

Power

1.500

1.000 0dBm

0.500 1 2 3 RF Power

0.000>

on off
-0.500

-1.000

1.500

2.000

2.500
>Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1 ) GHz

Tr3 $21&Mem Phase 500 m°/ 0° [RT]
2.500 1:920.000000 MHz ~ -358.37m"*
2.000 Wt 72

>3:680.000000 MHz  -350.84 m*

1.500

memory trace Ports 5-1
"response calibration

0.500 \
-0.500 /
)

1.000 data-trace Port:

1.000

o

-1.500

2.000

2.500
E‘ Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz

Tr1 Ch1 IntTrig Continuous BW=100 k C Response RF On IntRef Update On 2022

Ports S-1 and S-2 magnitude and phase balancewi t h fir e s p o n ZESC872SHr at i

Tr1 521 LogM 1dB/ -17dB [F2] N
-12.00 :820.000000 MHz -17.26 dB
-13.00 Pt 17-01dB

3:920.000000 MHz -16.79dB

v

-14.00

-15.00

-16.00

-17.00» al

-18.00

-19.00

-20.00

-21.00

-22.00
| Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz

Il 512 LogM 1dB/ -17dB [F2]

-12.00

W

:820.000000 MHz -17.32dB
-13.00 ot +6:98-d1B; f
3:980.000000 MHz -16.85 dB|

-14.00

-15.00

-16.00

-17.00»

-18.00

-19.00

-20.00

-21.00

-22.00

>Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz

2 Ch1 IntTrig. Continuous BW=100 k € 2-Port RFOn IntRef Update On

Ports 1-2 magnitude isolation (ZFSC-2-372-S+)
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Set-up and Measuring RF Switch T 3 port measurement

The following procedure is for measuring S-parameters of an RF Switch (Mini Circuits MWA2-
50+). Measurements include port-port isolation, measuring video feed-thru using an oscilloscope,
and the frequency spectrum under pulse conditions. The switch is absorptive, meaning that the

i solated port i s ter mi narhigpoceduretdoes mohcovernmeasurimgal 50
amplitude and phase balance;h owever, the procedure is covered
section.

1. Set up VNA as described below.
2. See section on how to calibrate VNAT i Set up f or -peerassmetienrgs Sand c 8
3. IF BW = 100kHz, # of points = 3201, Power = 0dBm, Start = 800MHz, Stop = 1000MHz (step
size = 62.5 kHz)
4. Perform a full 3-port calibration (similartoa2-por t ) Y Basic Cal Y Port
Verify calibratoni s ee section fAVerify Calibrationo.
a. Connect RF cables together with the calibration thru adaptor.
i. Phase (S31/S32/S21) i insertion phase of cal-kit thru adaptor. F603FE: 820MHz=-
16.25°, 900MHz=-17.7°, 920MHz=-18.3°, 950MHz=-18.95°, & 980MHz=-19.5° (all
approximately +0.2°).
b. Magnitude (S31/S32/S21) should be flat across the band and read very close to 0 dB.
c. Magnitude (S11/S22/S33) should be better than <-45 dB across the band.
6. Parametersi see table below (from data sheet):

m

1. Magnitude i Setup three traces (see diagrams below on how to connect DUT).
a. Press Display button Y Add Trace Y New Trac
b. Connect VNA to DUT as follows:
i. VNAPortli RFin
i. VNAPort2i RFoutl
iii. VNAPort31 RFout?2
c. Do not apply any control voltages to C1 or C2 of RF switch, leave floating .
i. Measure magnitude S11, S22, and S33and scale accordingly T save measurement.
ii. Measure magnitude S21, S31, and S32 and scale accordingly i save measurement.
iii. Results1 see below.
d. Apply-5VtoCland GndtoC2( RF | n Y R FOulnterndly terrRifated).
i. Measure magnitude S11, S22, and S33and scale accordingly T save measurement.
ii. Measure magnitude S21, S31, and S32 and scale accordingly i save measurement.
iii. Results1 see below.
e. Apply-5VtoC2andGndt o C1 ( RF I n Y Riater@lytternnatedRF Ou't
i. Measure magnitude S11, S22, and S33and scale accordingly i save measurement.
il. Measure magnitude S21, S31, and S32 and scale accordingly i save measurement.
iii. Results1 see below.

53 Calibration and RF Measurements using VNA Siglent SNA 5000A



Characterization Test Circuit

RF IN
I
RF OUTY RF OUT2
oo o
| |
| & Bl
7B AT |
50 OHMS 50 OHMS
— 1 *l DuT
e f —
CONTROL!  CONTROLZ

Truth Table (State of control voltage selects the desired switch state)

Control Control RF-IN
Voltage #1 Voltage #2 RF-Out 1 RF-Out 2
0 -5/-8 OFF oM
-5/-8 0 oM OFF
OM- low insertion loss state  OFF- absorptive State
Switching Specifications
Parameter Min. Typ. Max. Units
Rise/Fall Time (10 to 90% or 90 to 10% RF) 4 nSec
Switching Time, 50% CTRL to 90/10% RF 7 nSec
Video Feedthrough, (control O to -5V, freq.=500 KHz 21 mVes
RF Absorptive Switch SPDT MSWA2-50+
Typical Performance Data
INSERTION LOSS (dB) ISOLATION (dB)
RF FREQ ~ — RF FREQ —
(MHz) VDD=-5V VDD=-8V (MHz) VD D=-5V VDD=-8V VDD=-5V VDD=-8V
RF1-RF2 RF1-RF2 RF1-RF2 RF1-RF2
RF IN-RF1 RF IN-RF2 RF IN-RF1 RF IN-RF2 RF IN-RF1 RF IN-RF2 RF IN-RF1 RF IN-RF2 RF1 (ON) RF1 (OFF) RF1 (ON) RF1 (QFF)
0.3 0.43 0.43 043 0.43 0.3 9121 9460 92.73 98.26 88.45 102.44 95.19 99.30
2 0.43 042 042 0.42 2 895.81 97.45 94 .41 90.58 102.70 97.15 96.84 89.98
5 0.44 0.44 0.43 0.43 5 891.m 100.20 84.69 89.62 96.59 91.53 99.51 90.70
10 0.45 0.46 045 0.45 10 89.59 90.74 39.34 91.59 91.59 100.73 92.07 111.37
50 0.52 0.51 0.49 0.49 50 78.48 TE.43 77.78 T6.98 105.12 79.45 101.80 T79.07
100 0.54 0.54 0.51 0.5 100 68.72 T4.43 68.82 74.26 T9.83 81.67 79.46 81.61
200 0.57 0.57 0.54 0.54 200 66.14 6824 66.36 68.15 73.91 8019 73.66 T9.57
300 0.58 0.59 0.56 0.56 300 61.71 50.49 61.61 59.52 B68.78 78.00 B8.87 Ti.73
400 0.61 0.61 0.59 0.58 400 61.26 61.00 61.19 61.01 T4.16 71.35 74.01 T1.75
500 0.63 0.63 0.61 061 500 58.899 5826 59.00 59.21 71.40 7048 71.28 T0.20
600 065 0.865 0.63 0.63 600 57. 57.28 56.93 57.24 70.51 71.10 70.54 71.28
700 0.68 067 0.66 0.65 700 56.06 55.97 58.05 55.95 69.11 67.55 69.36 67.88
800 07 0.70 0.69 0.68 800 55.15 55.19 55.12 55.16 66.61 65.51 B66.95 65.76
900 073 0.72 0.7 0.70 800 5418 54.23 54.14 54 14 65.59 64 39 65.80 64.42
1000 0.76 0.75 0.74 0.73 1000 53.09 53.08 53.13 5297 64.18 63.27 B4 .64 63.26
1100 079 0.78 077 0.76 1100 5269 52.75 5253 5264 61.56 6087 62.03 61.46
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Tr1 S11 LogM 5dB/ 0dB [F3] Tr2 S22 LogM 5dB/ 0dB [F3] Power

10.00 1:820.000000MHZ  -1]221 dB)| 10.00 1:830.0000p0 MHZ 1lgsz dg|
5.000 ; B Bt 122048 5.000 1 +—2:966 M 4853451
0.000> > 3:80.000000 MHz -eg38dB N ! 2 > 3:940.00000 MH3 thaode|, Power Level
-5.000 -5.000 e
-10.00 -10.00
RF Power
-15.00 -15.00
on off
-2000 -20.00
2500 -25.00
-30.00 -30.00
-35.00 -35.00
-40.00 -40.00
Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz Chi: Start 800.000000 MHz ~ RF 0.00 dBm Stop 1.000000000 GHz
Il 533 LogM 5 dB/ 0dB [F3)
10.00 :azo‘oooooowjz -1.887dB
5.000 1 MH; 1956481
0,000 ! 2 4080000000 MKz -1.988dB
-5.000
1000
-15.00
2000
-25.00
-3000
-35.00
-40.00
»Ch1: Start 800.000000 MHz RF 0.00d8m Stop 1.000000000 GHz
Tr3  Ch1  InTrig  Continuous ~ BW=100k  C3-Port  SecC RFOn  IntRef  Update On 2022
Tr1 S21 LogM SdB/ 0dB [F3] Tr2 S31 LogM SdB/ 0d8 [F3] Power
10.00 1:830.0000p0 MHZ| 2832 dB 10.00 1:820.0000p0MHZ]  2B53dB|
5.000 Sio 5.000 =
0.0000 > 3:980.0000p0 MHz|  -2B.42dB| 0.0000 >3:980.000000 MHz|  -2B.48dB Power Level
-5.000 -5.000 D
-10.00 -10.00 RE Power
-15.00 -15.00
on off
20,00 ——1 2  — -20.00
-25.00 -25.00
-30.00 -30.00
-35.00 -35.00
-40.00 -40.00
1] Ch1: Start 800.000000 MHz ~ RF 0.00 dBm Stop 1.000000000 GHz Ch1: Start 800.000000 MHz ~ RF 0.00 dBm Stop 1.000000000 GHz
Bl 532 Loz SdB/ 0dB [F3)
10.00 820.000000MHz  -2866dB
5.000 S
000 > 3980.000000MHz  -2834dB
-5.000
1000
-15.00
-20.00
-25.00 1 2 J
e —— 4
-30.00
-35.00
-40.00
>Ch1: Start 800.000000 MHZ RF 0.00 d3m Stop 1.000000000 GHz
Tr3  Ch1  InTrig  Continuous ~ BW=100k  C3Port  5icC RFOn  IntRef  Update On 2022

Insertion losses i control voltages floating
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Tr1 S11 LogM 5dB/ 0dB [F3] Tr2 S22 LogM 5dB/ 0dB [F3] Power

10.00 1:8300000p0 MHZ 1858 8| 10.00 1:8]00000p0 MHZ 1889 dg|
5.000 T 5.000 EEt
0,000 > 3:980.000000 MHzZ] -17.41dB 0,000 > 3:980.000000 MHzZ] -17.95d8 Power Level
5.000 5.000 guBm
-10.00 1 -10.00 RE Power
500 ——) z -15.00 1 2 -
on off
-20.00 -20.00
25.00 25.00
30.00 30.00
35.00 35.00
-40.00 -40.00
Ch1: Start 800.000000 MHz ~ RF 0.00 dBm Stop 1.000000000 GHz Ch1: Start 0D.000000 MHz ~ RF 0.00 dBm Stop 1.000000000 GHz
B == Loz 5der 0dB [F3)
10.00 820000000 MHz 225548
5.000 T
00000 >3980.000000 MHz __ -21.12dB)|
5.000
-10.00
-15.00
1 2 :
-20.00
25.00
30.00
35.00
40.00
>Ch1: Start 800.000000 MHz RF 0.00dBm Stop 1.000000000 GHz
3 Ch1 InTrig  Contnuous  BW=100k  C3-Port RFOn  InRef  Update On 20224

Returnloss-RF i n Y RF o2tdrmirhted (BWFC1pgadC2)

S —w —w —w e o — =

Il 527 LogM 1 dB/ OdB [F3] Tr2 531 LogM 10dB/ 0dB [F3] Power
2.000 1:820.000000 MHZ  -0J657 dB} 20.00 1:820.000000 MHZ  -5h.24 dB)
1.000 i i {esed 10.00 s
) 1 2> 3:080.000000 MHZ -0y721dB ) > 3:980,000000 MHz| 5837 dB| Power Level
1.000 10.00 JELD
-2.000 -20.00 RE Power
3.000 30.00
on off
4,000 40,00
1 2 3
-5.000 -50.00 ‘
{
-6.000 -60.00
7.000 70.00
-8.000 -80.00
1] >Ch1: Start 800.000000 MHz _ RF 0.00 dBm Stop 1 GHz Ch1: Start 800,000000 MHz ~ RF 0.00 dBm Stop 1.000000000 GHz
Tr3 532 LogM 10dB/ 0dB [F3]
20.00 :820.000000 MHz  -67.21 dB)
10.00 o5 dn
0 > 3980000000 MHz  -62.27 B
-10.00
20.00
30.00
-40.00
50.00
3
50.00 1 z b
70.00 f
80.00 ‘
El Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz
Tr1  Ch1  Infdrig  Connuous  BW=100k  C3-Port RFOn  InRef  Update On 2022

Insertionloss S21i RF i n Y RF out 1, -RKlgnudiC2 ter mi na
S31 71 RF to RF out 2 isolation, S32 i RF out 1 to RF out 2 isolation
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P L R e )

Tr1 S11 LogM 5dB/ 0dB [F3]

Tr2 522 LogM 5dB/ 0dB [F3]

10.00 1:820.000000 MHZ| -18.44 dB| 10.00 :830.000000 MHZ] -22.12dB|
5.000 Fote 5.000 Fe
0000 > 3:080.000000 MH2| -17.29 dB| 0.000 > 3:980.000000 MHZ| -2].00 dB|
5.000 5.000
10,00 10,00
15.00 : : 15.00 —
‘ - ‘ i 2 3

20,00 20,00
25.00 25.00
-30.00 -30.00
35.00 35.00
40.00 40.00

] Ch1: Start 800.000000 MHz  RF 0.00 dBm Stop 1.000000000 GHz Ch1: Start 800.000000 MHz  RF 0.00 dBm Stop 1.000000000 GHz

Il 533 LogM 5dB/ DB [F3]
10.00 :820.000000MHz ~ -19.02dB|
5.000 it 183648
00000 >31980.000000 MHz _ -17.76 dB)|
5.000
10.00
3
15.00 1 2
-20.00
-25.00
30,00
-35.00
-40.00
3 >Chi: Start 800.000000 MHz RF 0.00dBm Stop 1 GHz

Tr3 Ch1 IntTrig Continuous BW=100 k C 3-Port

Returnloss-RF i

s iy = wm

n

RFOn IntRef Update On

¥

RF out

2,

- -

Power

Power Level

0dBm

RF Power

On off

RS2, gnd C1)

Tr1 S$21 LogM 10dB/ 0dB [F3] Il 531 LogM 1dB/ O dB [F3]
20.00 1:820.000000 MHZ] -55.15 dB| 2.000 ‘ 1:820.000000 MHZ 649 dB|
10.00 = 1.000 i ‘ ot
000 >3:980.000000 MHz _ -5p.78 dB)] 0.0000 1 >3:080.000000 MHz| 0561 dB)|
| | L ¢
10.00 -1.000
20.00 -2.000
30.00 -3.000
40.00 -4.000
1 2 3
-50.00 " -5.000
-60.00 -6.000
-70.00 -7.000
-80.00 -8.000
1] Ch: Start 800.000000 MHz  RF 0.00 dBm Stop 1.000000000 GHz >Chi: Start 800.000000 MHz _RF 0.00 dBm stop 1 GHz
Tr3 532 LogM 10dB/ 0dB [F3]
20.00 820000000 MHz ~ -64.04 dB)|
10.00 8¢
000 > 3:980.000000 MHz _ -61.29 dB)|
10.00
20.00
30.00
40.00

Tr2 Ch

Ch1: Start 800.000000 MHz

1 IntTrig. Continuous BW=100 k C 3-Port

Insertion loss S317T RF
S3171 RF to RF out 1 isolation, S32 1 RF out 1 to RF out 2 isolation

RFOn IntRef Update On

n

RF0.00 dBm

Y RF

out

Stop 1.000000000 GHz

2,

- -
Power
Power Level
0dem
RF Power
on off
2022

termi nat

S-RREC2,gndiC) t er mi
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The foll owing procedure i s f-thruusingeamasailloscopegwhdnh e
toggling states of an RF switch (Mini Circuits MWA2-50+).

1. Using a function generator, connect the RF switch as below (see diagram) .
Waveform = Pulsed

Period = 20uS

Pulse width = 5uS

Rise/Fall time = 100nS

Load = Hi Z.

. Voltage = -5V/0V.

Terminate RFInwi t h a 5i GCohnekt ®B@ @ut 2 to oscilloscope.
Set the oscilloscope to Hi-Z - save snapshot.

Set the oscilloscopet o 5 €ave snap shot.

5. ResultsT see below.

~oao0op

hwn

NOTE: Notice the difference in video feed-thru amplitude depending on the RF Out 2 termination
(38mV vs. 4mV). The rise/fall time of the trigger signal did affect the amplitude of the feed-thru 7
not recorded.

1 (O— RF switeh —)2 —— Oscope

C1 C2
Function Pg't AN B\ wen N
Gen =g
v / -5V o
-5V <
e
;I g —
=
SIGLENT TN M 1.00us/ Delay:0.00s f = 50.0001kHz
hd Sa 2.00GSas
Curr 28.0kpts
Edge CHI1
£y DG

D _‘ L -3 4my
1 101 M
1% 10.0m

20.0m'

SAVE Max[1]=&00,00uY Rise[1]=36.50ns Fall[1]=133.50ns +ifidth[1]="****
Press To B8
[ Delete
¢ = =

RF Out 2 Video Feed-thru (Oscope = HiZ 10 mV / div, 1 uS/div)
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SIGLENT TN 1 1.00us/ Delay:0.00s f=500001kHz

Sa 200558/
Curr 28 Okpts
Edge
= Dc

B O ——————— -
: i 41 ICED

Tx 2.00mY
4.0m%

SAVE Max[1]=400,000 Rise[1]=77.50ns Fall[1]=17.00ns +iidth[1]=****

Fress To 8

RF Out 2 Video Feed-t hr u ( Os ¢ @pne/div=1 uS/aiv

The following procedure is for measuring the envelope and frequency spectrum of a pulsed RF
signal using the RF switch (Mini Circuits MWA2-50+).

1. Using a function generator, connect the RF switch as below (see diagram).
Waveform = Pulsed
Period =1 mS
Pulse width = 1uS & 100 uS
Rise/Fall time = 100 nS
Load = Hi Z.
. Voltage = -5V/0V.
2. Connect RF IN to a RF signal generator via attenuator.
a. Place a 3dB attenuator at the input to RF IN of the switch (dampens residual voltage
feed-thru).
b. Amplitude = +3 dBm
c. Freg=1 GHz (CW)
3. Connect RF Out 2 to a video detector and terminate RF Out 1 (proprietary JRF_Engineering
detector).
4. Connect output of video detector to oscilloscope.
a. Setthe oscilloscopetoHi-Zand t hen 50Y.
b. Set pulse width to 1uS and then 100uS - save snhapshots.
5. Results i see below.

~oQoo0op
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RF generator

3dB atten
|

ﬁ) video detector

1 O— RF switch —O 2 o 1’}‘ \ Oscope

c c2 I
F Port ﬁ S—
unction ; z 1 BT s -
Gen — o AVAYAY et
ev / -5V
B
Z=
SIGLENT ITEN M 100ns/ Delay:-466ns f = 50.0001kHz
hd Sa 2.00GSafs
Curr 2.80kpts
Edge
f#“ L 113
/ \ % &5

14 80.0m/
/ \ -150.0rmY

"'lllq_-_'

SAVE Max[1]=255.00rmY Rise[1]=102.00ns Fall[1]=155.00ns +Width[1]=910.00ns

Press To :
=

Pulsed RF envelope Oscope Hi Z (50 mV/div, 100 nS/div)
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f=50.0001kHz
Sa 2.00G3als
Curr 2. 80kpts
Edge
| =3 DC

SIGLENT [T 1 100ns/  Delay:-466ns
v

1 DCAD
1= 500
-15.0m

ool J \

SAVE Max[1]=31.00m Rise[1]=36.00ns Fall[1]=41.00ns +iidth[1]=89%.00ns

=

Pul sed RF envel opw/diQs00woSde) 50Y (5

SIGLENT LTEN t 10.0us/ Delay:-40.0us f=1.00000kHz
w

Sa 200G5als
Curr 280kpts

Edge
- o
________________________ L oimy

1% 80.0mMY
-150.0m*

A

SAVE Max[1]=260.00mY Rise[1]=110.00ns Fall[1]=151.50ns +uidth[1]=99.91us

=z

Pulsed RF envelope Oscope Hi Z (50 mV/div, 10 uS/div)
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N

4.
5.

NOTE: Notice symmetry, this is an indication that the rise/fall time of the pulsed RF signal are
equal. The peak power appears to be low, this is because of the RBW, increase the RBW or
increase the pulse width. Nulls should appear at frequency points of 1/PW (1/100 uS = 10 kHz).

SIGLENT [ITEN M 10.0us! Delay:-40.0us
v

e ——

SAVE

Max[1]=31.60m"Y

Mew 4

diagram).
Maintain the same configuration on the function generator and RF signal generator as above.
Spectrum analyzer:

a
b
C.
d
e

Pul

. Fc=1GHz
. Span = 20 MHz and 200 kHz

sed

Delete

Rise[1]=35.00ns Fall[1]=40.00ns

RF

f=1.00000kHz
Sa 2.00G3as
Curr 280kpts

— S CHi

4 DC
L 13.0m%

1% 58.00my/
-15.0mY

+iridth[1]=299.20us

Press To ]
=T

RBW/VBW =10 kHz and 1 kHZ

. Ref Level =5 dBm
. Max Hold
Set function generator pulse width to 100 uS and a period of 1 mS - save snapshots.

Results i see below.

Function
Gen

RF generator

3dB atten
|

envel op/dQsowus/gie 50Y

. Connect the output of RF Out 2 to a spectrum analyzer and terminate RF Out 1 (see

(Pln

1 (O—] RF switch

Spectrum
Analyzer
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SIGLENT 2022-04-07 15:01:58 A=

Ref 0dBm At 20dB > M1 1GHz -13.42 dBm SRR
Log 0. -
10dB Ref Level
1
-10.0 0dBm
¢
Attenuator
Free -20.0 20 dB
Auto Manual
LgPwr
Cont 200 Preamp
FFT On
-40.0}
Units >
-50.0f dBm
Scale/Div
A H -60.0f
10dB
700 o Scale Type
Log Lin
-80.0f
Ref Offset
-80.0f 0dB
Corrections
-100.0 a >
Start 990 MHz Center 1 GHz Stop 1.01 GHz 5
RBW 10 kHz VBW 10 kHz Span 20 MHz SWT 46.68 ms Local
Period =1 mS, PW = 100 uS, RBW = 10 kHz Span = 20 MHz
Ref 5dBm Att 25dB > M1 999.999733 MHz -18.60 dBm
LOg 5.0 -
10 dB
5.0
-15.0 1
Free ‘
LgPwr
Cont 25.0
-35.0|
45.0
A H 55.0
5.0 ]‘
-75.0|
85.0
-95.0 -
Start 999.9 MHz Center 1 GHz Stop 1.0001 GHz
RBW 1 kHz VBW 1 kHz Span 200 kHz SWT 2.023s

Period = 1 mS, PW =100 uS, RBW = 1 kHz Span 200 KHz

Set-up and Measuring RF Coupler
The following procedure is for measuring S-parameters of an RF Coupler (Mini Circuits
ZGBDC20-372HP+). Measurements include coupling, isolation, directivity, and coupled phase.

1. Set up VNA as described below.
2. See section on how to calibrate VNAT i S e tfourpeasuringS-par amet er s and ca
3. IF BW =100 kHz, # of points = 3201, Power = 0 dBm, Start = 800 MHz, Stop = 1000 MHz
(step size = 62.5 kHz)
4. Perform a full 2-port calibration
5. Verify calibratoni see section fAVerify Calibrationo.
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a) Connect RF cables together with the calibration thru adaptor.
b) Phase (S21/S12)shouldr ead t he insertion phase of the
cal-kit.
i. F603FE: 820MHz=-16.25°, 900 MHz=-17.7°, 920 MHz=-18.3°, 950 MHz=-18.95°, &
980 MHz=-19.5° (all approximately +0.2°).
c) Magnitude (S12/S21) should be flat across the band and read very close to 0dB.
d) Magnitude (S11/S22) should be better than <-45dB across the band.
6. Parameters 1 see table below (from data sheet):

1. Magnitude T Setup two traces
a. Press Display button Y Add Trace Y New Trac
b. Connect VNA to DUT as follows:
i. VNAPort1li IN(1)and CPLIN (3)
ii. VNA Port27i OUT (2) and CPL OUT (4)
c. Terminate the unused ports of DUT with a load better <-25dB return loss.
i. The load will impact the isolation measurement.
ii. Example: load =-20 dB RL, expected coupling = -20dB, the best isolation can be is -
40 dB.
Measure magnitude S11 and S22 and scale accordingly I save measurement.
Measure magnitude S33 and S44 and scale accordingly i save measurement.
Measure magnitude S21 and S12 and scale accordingly i save measurement.
Measure magnitude S43 and S34 and scale accordingly i save measurement.
Measure magnitude S31 and S42 and scale accordingly (coupling)i save measurement.
Measure magnitude S13 and S24 and scale accordingly (coupling)i save measurement.
i. ft he coupling factor is referenced to the
must be included. See step L.
J. Measure magnitude S41 & S14 & scale accordingly (isolation/directivity) T save
measurement.
k. Measure magnitude S32 & S23 & scale accordingly (isolation/directivity)i save
measurement.
i. Isolation(dB) = Directivity(dB) + Coupling(dB)
I. Measure S21 1 coupling referenced to OUT port, nulling OUT to IN losses
i. Perform a firesponseQOUT4lIN.br ation port 1 Y
ii. Magnitude and phase should be 0dB and 0°.
iii. Connect VNA port 2 to CPL OUT port of DUT 1 save measurement.
iv. This is the coupling and phase referenced to OUT port of DUT.
v. Coupl i ng6 <=nsetorulgss (Examgple:Co up | i-20gB®H--1<BY -19 dB)
m. Results T see below.

Se oo
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Bi-Directional Coupler

ZGBDC20-372HP+

Typical Performance Data

FREQ. INSERTION LOSS'" COUPLING DIRECTIVITY RETURN LOSS
(MHz) (dB) (dB) (dB) (dB)
IN-OUT FWD-REV IN-FWD OUT-REV IN-REV OUT-FWD IN ouT FWD REV
50 0.01 0.01 38.98 39.12 35.50 3211 46.18 45.34 45.26 44.91
100 0.01 0.01 33.02 33.03 38.87 38.02 39.68 3947 38.59 38.80
200 0.02 0.02 27.27 27.27 34.15 33.54 35.08 34.97 33.34 33.46
300 0.03 0.03 24.20 24.19 31.861 30.79 33.72 33.62 32.43 3245
380 0.03 0.03 22.61 22.61 30.20 28.53 34.58 34.89 32.59 32.51
400 0.03 0.03 22.3 22.30 29.91 29.44 35.38 35.71 32.82 3277
500 0.03 0.03 21.14 21.12 28.94 28.66 41.76 42.08 36.55 36.16
600 0.04 0.04 20.46 20.45 28.29 28.84 4541 44 .46 43.96 42.08
700 0.04 0.04 20.15 20.13 2817 29.67 3595 35.63 43.29 42.47
800 0.05 0.05 20.10 20.08 27.99 30.59 3237 32.04 37.36 37.19
900 0.06 0.05 20.20 2017 27.79 29.67 31.69 31.56 35.02 34.70
1000 0.06 0.06 20.35 20.31 2712 27.18 33.04 33.03 34.84 34.12
1100 0.06 0.06 20.46 2041 26.25 24.80 37.46 37.90 36.15 34.90
[ B Power
5.000
0.000%
Select -
5.000
10.00 Port 1
1500 Power Level
-20.00
0dBm
-25.00 1
-30.00
-35.00
-40.00
-45.00
1] >Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz
Tr2 522 Logh
5.000
0.000%
-5.000
-10.00
Coupling
-15.00
on off
-20.00
-25.00 1
-30.00
-35.00
-40.00
-45.00
2] Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz
Tr1  Ch1  InTrig  Continuous ~ BW=100k  C2-Port RFOn  ImRef  Update On 20220
S11 and S22
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Il 1 LogM SdB/ 0dB [F2) Scale
5.000 :820.000000 MHz 3416 dB
0.000¥ 4:500.000000 1 345948
000 :080.000000 MHz  -31.20dB S Eell
-10.00
-15.00
Auto Scale All
-20.00
-25.00
3
-30.00 1 | e
-35.00 M M
40,00 [l st
-45.00 Scale
a =Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz
5dB
Tr2 S22 LogM 5dB/ 0dB [F2]
5.000 :820.000000 MHz 3480 dB
0.0000 Reference Level
: 500000000 <3248
000 :080.000000 MHz ___-32.61dB ode
-10.00
Reference Position
-15.00
9
-20.00
-25.00
3
o . [ S B—
i g, §
-35.00 W p—
40,00 2 ™ Scale Coupling...
-45.00 Mﬂ""vm aW off

lz‘ Ch1: Start 800.000000 MHz RF 0.00dBm Stop 1.000000000 GHz

Tr1 Ch1 IntTrig Continuous. BW=100 k C 2-Port SreC RFOn IntRef Update On o messages 2022

S33 and S44 (coupled ports)

Tri1 521 LogM 1dB/ 0dB [F2] Scale
3.000 :820.000000MHz  -0.000 dB)|

2.000 2900:000000 W -0.080dB

:520.000000 MHz -0.023 dB| Auto Scale
3

1.000 1 2

0.000m,

-1.000
Auto Scale All

-2.000

-3.000

-4.000

-5.000

-6.000

-7.000
lI‘ Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz
B 12 Log 1 dBY/ 0GB [F2]
3.000 :820.000000 MHz -0.087 dB
2.000 2:900.000000 vt ~0:088 4B
:520.000000 MHEz -0.027 dB 0dB

Scale

1dB

Reference Level

1.000 1 2

0.000M,
Reference Position

-1.000
7/

-2.000

-3.000

-4.000

-5.000
Scale Coupling...

-6.000

-7.000 off
=Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz

2022-

Tr2 Ch1 IntTrig Continuous BW=100k C 2-Port SrcCa RF On IntRef Update On

S21 and S12
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Tr1 521 LogM 1dB/ 0dB [F2] Scale
3.000 :820.000000 MHz -0.067 dB|

2.000 SO0-DOOO00 0066

3:980.000000 MHz -0.068 dB, Auto Scale
3

2
4} 4) 4) <

v

1.000

0.00

-1.000
Auto Scale All

-2.000

-3.000

-4.000

-5.000

-6.000

-7.000 Scale

ﬂ Ch1: Start 200.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz

1dB

Il 512 LogM 1dB/ DdB [F2)
2.000 '820.000000 MHz ~ -0.067dB

Reference Level

2.000 00000000 v =007 e
3:980.000000 M }—éz -0.073dB ode

v

1.000 5
0.00 9] 4! L]

Reference Position

-1.000
7

-2.000

-3.000

-4.000

-5.000
Scale Coupling...

-6.000

-7.000 Off
>Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz

2022-

Tr2 Ch1 IntTrig Continuous BW=100 k C 2-Port SrcCal RFOn IntRef Update On no

S43 and S34 (coupled ports)

. —w e —w Sa—

Tr1 521 LogM 1dB/ -20dB [F2] Scale
-15.00 :820.000000 MHz -20.18dB

-16.00 47900000000 ™M =20:25dB
3:980.000000 MHz -20.36dB Auto Scale

v

-17.00

-18.00

-19.00 L
Auto Scale All

S}
w

-20.0

-21.00

-22.00

-23.00

-24.00

-25.00 Scale

Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz
1dB

B 2 Logv 1 B/ -20dB [F2)
-15.00 :820.000000 MHz ~ -2022dB

Reference Level

-16.00 -S00.000000 20305
> 3:980.000000 MHz -20.39dB, _20dB

-17.00

-18.00
Reference Position

-19.00

-20.01

-21.00

-22.00

-23.00
Scale Coupling...

-24.00

-25.00 off
>Ch1:Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz

2022-0«

Tr2 Ch1 IntTrig Continuous BW=100 k C2-Port SrcCal RFOn IntRef Update On no

IN to CPL IN
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-15.00
-16.00

-17.00

-18.00

-19.00

-20.001

Bl =21 Loz

1dBf -20dB [F2]

:820.000000 MHz

-20.73dB

-S00:000000 vt

3:980.000000 MHz

v

=2026TE

-20.45dB

-21.00

-22.00

-23.00

-24.00
-25.00

>Ch1: Start 800.000000 MHz

RF 0.00 dBm

Stop 1.000000000 GHz

-15.00
-16.00

-17.00

-18.00

-19.00

-20.00

Tr2 512 LogM

1de/ -20dB [F2]

:820.000000 MHz

-20.75dB

2:900:000000 1
80.000000 MHz

-2047 48
-20.48 dB

-21.00
-22.00
-23.00

-24.00
-25.00

2]

Ch1: Start 800.000000 MHz

Tr1 Ch1 IntTrig.

-30.00
-32.00

-34.00

-36.00

-38.00

-40.00

Tr1 521 LogM

Continuous BW=100k

2dB/ -40dB [F2]

RF 0.00dBm

C 2-Port SrcCal RFOn IntRef Update On

OUT to CPL OUT

Stop 1.000000000 GHz

:220.000000 MH

-45.70de

rS00.000000

3:980.000000 MH

v

=Z3de

-39.51d8

3

S pysngrsinas

-42.00

-44.00

-46.00

-48.00
-50.00

L i
LU

Ch1: Start 800.000000 MHz

RF 0.00 dBm

Stop 1.000000000 GHz

-30.00
-32.00

-34.00

-36.00

-38.00

[ BHEEN

2dB/ -40dB [F2]

:820.000000 MH

z

-45.50 dB

2500:000000 W
3:980.000000 MH

v

z

| 13UD)
-30.76.d8|

-40.00
-42.00
-44.00
-46.00

-48.00
-50.00

R

e,

iEAN

>Ch1: Start 800.000000 MHz

RF 0.00 dBm

Stop 1.000000000 GHZ

Tr2 Ch1 IntTrig.

Continuous BW=100 k

C 2-Port SrcCa

RF Cn IntRef Update On

IN to CPL OUT (isolation)

Power

Power Level

0dBm

RF Power

Oon Off

2022-0

Scale

Auto Scale

Auto Scale All

Scale

2dB

Reference Level

-40dB

Reference Position

Scale Coupling...

off

2022-
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B 521 LogM 2dB/ 46 4B [F2) Scale
-36.00 :820.000000 MHz -45.68 dB|

-38.00 rS00.000000 vt 47530

:980.000000 MHz -5231dB Auto Scale

v

-40.00

-42.00

-44.00 1 |

oo W\MM-W(}WMMM' Auto Scale All
_48.00 Py ‘JMWVW

-50.00

-52.00

54.00

56.00
=>Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz
Tr2 512 LogM 2de/ 46dB [F2]
-36.00 :820.000000 MHz -4519dB|

Scale

2dB

Reference Level

-38.00 rS00.000000 vt 2221 dE

:980.000000 MHz -53.25dB 46 dB

v

-40.00

-42.00
-44.00 !
T
[ Ladi

-46.000 e “%mwmw‘ )
P g

-48.00 W
-50.00 M-"m.m

( 3
-54.00 1 M Scale Coupling...

-56.00
Zl Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz

Reference Position

5

off

Tr1 Ch1 IntTrig Continuous BW=100k C2-Port RFOn IntRef Update On 2 20220

OUT to CPL IN (isolation)

I 5271 Log 1 dB/ -20dB [RT] Power
15.00 '820.000000MHz ~ -20.13dB

-16.00 2900.000000 ™ -20:19d8

17.00 >3980.000000 MHz __ -20.26dB Power Level

18.00 0dBm

-19.00

3 RF Power

>

-20.00» G

on Off
-21.00

-22.00

-23.00

-24.00

-25.00
>Ch1: Start 800.000000 MHz RF 0.00dBm Stop 1.000000000 GHz
Tr2 S21 Phase 5°/ 0° [RT]
25.00 1 :820.000000 MHz 19.44°

20.00 ¢} 2900.000000 ™ 6!

> 3:980.000000 MHz -2.79°

15.00

10.00

5.000
3

-5.000

-10.00

-15.00

-20.00
-25.00
Zl Ch1: Start 800.000000 MHz RF 0.00 dBm Stop 1.000000000 GHz

Tr1 Ch1 IntTrig Continuous BW=100 k C Response RF On IntRef Update On 2022-

S31 (IN to CPL IN) after S21 Response Calibration (IN to OUT nulled)
Coupling referenced to the OUT port
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Tel: 440-398-5800

Toll Free: 877-515-5551

Fax: 440-399-1211

Email: inffo@siglentna.com

Website: www.siglentna.com

Europe:

SIGLENT Technologies Germany GmbH

Add: Staetzlinger Str. 70
86165 Augsburg, Germany
Tel: +49(0)-821-666 0 111 0

Fax: +49(0)-821-666 0 111 22

SIGLENT®

About SIGLENT

SIGLENT is an international high-tech company, concentrating on R&D,
sales, production and services of electronic test & measurement instruments.

SIGLENT first began developing digital oscilloscopes independently in 2002.
After more than a decade of continuous development, SIGLENT has
extended its product line to include digital oscilloscopes, isolated handheld
oscilloscopes, function/arbitrary waveform generators, RF/MW signal
generators, spectrum analyzers, vector network analyzers, digital
multimeters, DC power supplies, electronic loads and other general purpose
test instrumentation. Since its first oscilloscope was launched in 2005,
SIGLENT has become the fastest growing manufacturer of digital
oscilloscopes. We firmly believe that today SIGLENT is the best value in
electronic test & measurement.
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